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PRECAUTIONS

[ABS]
PRECAUTIONS PFP:00001
Precautions for brake system —

WARNING:

Recommended fluid is brake fluid “DOT 3 "or “DOT 4",
Never reuse drained brake fluid.

Be careful not to splash brake fluid on painted areas.
To clean or wash all parts of master cylinder, disc brake caliper and wheel cylinder, use clean brake fluid.
Never use mineral oils such as gasoline or kerosene. They will ruin rubber parts of the hydraulic system.
Use flare nut wrench when removing and installing brake tube.
Always torque brake lines when installing.

Burnish the brake contact surfaces after refinishing or replacing
drums or rotors, after replacing pads or linings, or if a soft pedal
occurs at very low mileage. Refer to BR-27, "BRAKE BURNISH-
ING PROCEDURE" .

Before working, turn OFF ignition switch. Disconnect connectors
for ABS actuator and control module or battery terminals.

Commercial service tool
Clean brake pads and shoes with a waste cloth, then wipe
with a dust collector.

SBR686C

Precautions for brake control

Just after starting the vehicle after ignition switch ON, brake pedal may vibrate or motor operating noise
may be heard from the engine compartment. This is a normal status of operation check.

If malfunction is indicated by ABS warning lamp, collect necessary information from customer (what
symptoms are present under what conditions). Find out possible causes before starting service. Besides
electrical system inspection, check operation of ABS actuator and electric unit.

If malfunction is detected, proceed to trouble diagnosis after checking tire pressure and tire wear.

Stopping distance or steering stability may be deteriorated by the following conditions. Tire size and type
are in improper combination. Brake pads are not Nissan genuine parts.

Fitting tires of different size on vehicle can be cause of longitudinal vibration. Always use tires of the same
size and brand. Exchange front and rear tires on the following conditions: Longitudinal vibration occurs in
vehicle with tires of the same size and brand. After replacement, perform trouble diagnosis.

ABS function may have a failure or error under following condition: There is radio, antenna, or antenna
lead-in wire (including wiring) near control module.

If aftermarket parts (e.g. Car stereo equipment, CD player) have been installed, check electrical har-
nesses for pinches, open, and improper wiring.

BRC-3
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PREPARATION

[ABS]

PREPARATION
Special Service Tools

PFP:00002

EFS002vW

Tool name

Description

1. Flare nut crowfoot
a:10mm (0.39 in)
2. Torque wrench

=S

“ =y
<L @ (J@

S-NT360

Removing and installing each brake
piping

Brake fluid pressure gauge

g0

i
S-NT151

Measuring brake fluid pressure

BRC-4



CAN COMMUNICATION

[ABS]
CAN COMMUNICATION PFP:23710
System Description ersoozvx

CAN (Controller Area Network) is a serial communication line for real time application. It is an on-vehicle mul-
tiplex communication line with high data communication speed and excellent error detection ability. Many elec-
tronic control units are equipped onto a vehicle, and each control unit shares information and links with other
control units during operation (not independent). In CAN communication, control units are connected with 2
communication lines (CAN H line, CAN L line) allowing a high rate of information transmission with less wiring.
Each control unit transmits/receives data but selectively reads required data only.

CAN Communication Unit
Body type Sedan/Wagon/Hatch back
Axle 2WD
Engine YD22DDTi ‘ FO9Q
Transmission M/IT
Brake control ESP ABS ‘ ESP ABS
CAN communication unit
ECM X X X X X x x x
ESP/TCS/ABS control unit x X x X
ABS actuator and electric » " N N
unit (control unit)
Data link connector x x x x x x x x
Tyre pressure monitoring « « » »
control unit
Steering angle sensor x x x x
Smart entrance control unit x X x x x X x X
Combination meter x x x x X x x x
Can communication type 21?@22232/%9, 23,$5PCE624/%31, BRC'?\S('F;ET;;E 25l ?55&72'8':,TYPE 2
TYPE30" TYPE32" - -
x:Applicable

BRC-5
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CAN COMMUNICATION

[ABS]
TYPE 23, TYPE24/TYPE31, TYPE32
System diagram
o LHD models (Type23, Type24)
CANH
CAN L
ABS Smart Tyre
actuator Data link entrance pressure Combination
ECM and connector control monitoring meter
electric unit it control
(control unit) uni unit
SKIA1525E
« RHD models (Type3l, Type32)
Py CAN H
CAN L
ABS Tyre Smart
actuator Data link pressure entrance Combination
ECM and connector monitoring control meter
electric unit control it
(control unit) unit uni
SKIA1539E
Input/output signal chart
T: Transmit R: Receive
ABS actuator Tvre pressure
Signals ECM and electric Smartentrance ):nor?itorin Combination
g unit (control control unit 9 meter
unit) control unit
Engine speed signal T R
Air conditioner switch signal R T
MI signal T R
Glow indicator lamp signal™ T R
Engine coolant temperature signal T R
Fuel consumption signal T R
) ) T R
Vehicle speed signal
R R T
Seat belt reminder signal R T
Lighting switch position signal T R
Flashing indicator signal T R
Engine cooling fan speed signal T R
Child lock indicator signal T
Door switches state signal T
A/C compressor signal T R
Tyre pressure signal T R

BRC-6



CAN COMMUNICATION

[ABS]
TYPE 27/TYPE28
System diagram
o LHD models (Type27, Type28)
CANH
CAN L
ABS Smart Tyre
actuator Data link entrance pressure Combination
ECM and connector control monitoring meter
electric unit it control
(control unit) uni unit
SKIA1525E
Input/output signal chart
T: Transmit R: Receive
ABS actuator BRC
. and electric Smartentrance Tyre pressure Combination
Signals ECM . . monitoring
unit (control control unit X meter
unit) control unit
Engine speed signal T R
ABS operation signal R T
MI signal T R
Glow indicator lamp signal T R
Engine coolant temperature signal T R
Fuel consumption signal T R
_ _ R T R
Vehicle speed signal
R T
Seat belt reminder signal R T
Lighting switch position signal T R
Flashing indicator signal T R
Engine cooling fan speed signal T R
Child lock indicator signal T
Door switches state signal T
A/C compressor signal T R
Tyre pressure signal T R

BRC-7



TROUBLE DIAGNOSIS

[ABS]
TROUBLE DIAGNOSIS PFP:00004
Fail-safe Function J—

« If a malfunction occurs in ABS electrical system, and control unit detects the malfunction, ABS warning
light on gauge turns ON to inform driver of system malfunction.

How to Proceed with Trouble Diagnosis ersoozwo

BASIC CONCEPT

« The most important point to perform trouble diagnosis is to understand vehicle systems (control and
mechanism) thoroughly.

« Itis also important to clarify customer complaints before inspec-
tion.

First of all, reproduce symptom, and understand it fully. o -

Ask customer about his/her complaints carefully. In some cases, A+ SE
it will be necessary to check symptoms by driving vehicle with -

customer.

CAUTION: =St
Customers are not professional. It is dangerous to make an 2

easy guess like “maybe the customer means that...,
“maybe the customer mentions this symptom”.

or

SEF234G

o It is essential to check symptoms right from the beginning in
order to repair a malfunction completely. PP
For intermittent malfunction, reproduce symptom based on inter- . :
view with customer and past examples. Do not perform inspec- Y
tion on ad hoc basis. Most intermittent malfunctions are caused -
by poor contacts. In this case, it will be effective to shake sus-
pected harness or connector by hand. When repairing without
any symptom diagnosis, you can not judge if malfunction has
actually been eliminated.

« After completing diagnosis, always erase diagnostic memory.
Refer to BRC-17, "CONSULT-II Functions" .

SEF233G

« For intermittent malfunction, move harness or harness connector by hand. Then check poor contact or
false open circuit.

o Always read “Gl Section” GI-3, "PRECAUTIONS" to check the general guidelines and to confirm the gen-
eral precautions.

BRC-8



TROUBLE DIAGNOSIS

[ABS]
DIAGNOSIS FLOW
Inspection
Locate trouble area(using diagnostic worksheet)
Confirm "PRECAUTIONS" and "How to Perform
Trouble Diagnosis for Quick and Accurate
Repair".
Perform
PRELIMINARY CHECK.
BRC
Does ABS warning lamp light?
YES
Check harness between ABS
Does appear on CONSULT - Il display "ABS"? NO actuator and electric unit (control NO
unit) and data link connector.
YES
( Perform self-diagnostic procedures. > Perform diagnostic procedure for
symptom.
< Check or repair malfunctioning part. NG
NG
Erase self-diagnotic results,then drive vehicle more than one Confirm for symptom
minuite by 30 km/h (19 MPH) or more.
OK OK
C Perform self-diagnostic procedures again.)
Inspection end
SFIA0790E
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TROUBLE DIAGNOSIS

[ABS]

ASKING COMPLAINTS

Complaints against malfunction vary depending on each person.
It is important to clarify customer complaints.

Ask customer about what symptoms are present under what

conditions. Use information to reproduce symptom while driving. WHAT ... Vehicle mode!
. . . . L WHEN ... Date, Frequencies
It is also important to use diagnosis sheet so as not to miss infor- .
mation. WHERE ..... Road conditions
HOW . Operating conditions,
Weather conditions,
Symptoms
SBR339B
TROUBLE DIAGNOSIS SHEET - EXAMPLE

Customer name MR/MS Model & Year VIN

Engine # Trans. Mileage

Incident Date Manuf. Date In Service Date

KEY POINTS

Symptoms

O Noise and vibration

(from engine compartment)

O Noise and vibration
(from axle)

O Warning / Indicator
activate

O Firm pedal operation
Large stroke pedal
operation

O TCS does not work
(Rear wheels slip when
accelerating)

(wheels slip when
braking)

O ABS does not work.

O Lack of sense of
acceleration

Engine conditions

O When starting [ After starting

Road conditions

O Low friction road (OSnow OGravel OOther )

O Bumps / potholes

Driving conditions

O Full-acceleration
O High speed cornering

O Vehicle speed: Greater than 10 km/h (6 MPH)
0O Vehicle speed: 10 km/h (6 MPH}) or less

O Vehicle is stopped

Applying brake conditions

O Suddenly
O Gradually

Other conditions

O Operation of electrical equipment

O Shift change
[ Other descriptions

BRC-10
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TROUBLE DIAGNOSIS
[ABS]

Component Parts Location —

\\
N
~

Dl Rear RH wheel sensor

ABS warning lamp

[A] Front RH wheel sensor /\
2SS
\@ > \\\\\\
, Nl

|§| Rear LH wheel sensor

N ABS actuator and electric unit
S TTE BRC

Front LH wheel sensor

/ﬁ/ i !
/
\ Front LH wheel ™
sSensor connector

[C—

Front RH wheel
sensor connector

ST

_——— sensor connector

HE T

LS
[E] 5]
;/\/Bﬁm

J/

Rear RH wheel /
sensor connector
A

SFIA0409E
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TROUBLE DIAGNOSIS
[ABS]

Schematic

O
O

MFWAOO008E
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TROUBLE DIAGNOSIS

[ABS]
Wiring Diagram — ABS — Ersoozws
IGNITION SWITCH BRC-ABS-01
ON OR START BATTERY
| FUSE ICE— : DATA LINE
BLOCK .
10A 1A | |REFERTO. {1 : LHD MODELS
"~ <R : RHD MODELS
L3 B oo
. - A F9Q ENGINE
{G) : WITH GASOLINE
|‘L||*—1| |"‘||1—| ENGINE
Top : WITH F9Q ENGINE
LAMP : EXCEPT <E®
‘)DEPRESSED SWITCH © o &
RELEASED T e e
13: D
COMBINATION  |L2]|
ABS METER *x224: {O
RIG
59, G e <D
UNIFIED METER
CONTROL UNIT *3 45: (LD
+ @ : <& IRGD BRC
* | " @
||*2|| ||*3|| ||*4|| ||*5|| ||*6|| ||- <& *4 25: (LD
B B B L R RIG 62 : 12: B>
E109) : XE> %5 43: <D
30: <B>
DATALINK  *6 44: o
REp CONNECTOR  31: <>
Lap
o - *7 5: <
LAN-CAN ,
L ! i
R 10:
> T @ -
*8 9: ED
G - <ED .. &>
D) '
Fi8) (W78 I—I—ILG 129 : {Lo)
BB- E125 :
£0) : <R
I I I I L R R/G LG
B B B B B BB B B
Li i ijpi [eCd e Ml
o=0O=@ o CAN-H CAN-L BLS DIAGK ABS ACTUATOR
. . AND ELECTRIC UNIT
a1 B 1 B . 3 (CONTROL UNIT)
F115)  (M16 M50 M70 E64
REFER TO THE FOLLOWING.
]
1e[15[14[1a[+2[11]1o] @ 28 QD). -FUSE BLOCK-
gl7lel5]4[3[2]1 W B JUNCTION BOX (J/B)
s e b T T T o — |
1 [2e]zs]ealeal22 21 [eo o] e gl 15 g 2 31 ) ) P 2 8 P s P s i
| [ali2ftilio[o] 676 [5 2J_ 39]38[37]36[35[34[33[32[31 202 M$7:
ml ml
|26]25[24]23]22]21[20] 19]18]17]16] _ 1l2]3|Cl4]5]6]7 1]2]8]4[5 k" _>>{6]7]8]9]10
[|15|14|13|12|11 [io[s[8]7]6]15] 3| [1o[1[2[73[74[75[76 E\1/39 11[12[13[14[15]7e[ 17T 8[18[20[21]22]23]24 E\wo
1 - 7]
T2 l={3]4]5 1[2[3[4]5]6l=[7[8]9 [0 1
AHBBIEEE Exa 12[13[4[15[16]17] 1819 20[21[22]23]24 E\ES FJ/SG

MFWAO0021E
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TROUBLE DIAGNOSIS

[ABS]
|G£\|)H|C())Fr‘\| st\gToH BATTERY BRC-ABS-OQ
|
FUSE ®
% 10A Eh%CK REFER TO PG-POWER.
E106 50A 30A
] [

0]
<

B/Y Y
I_-_l I_l_| I_l_| ABS ACTUATOR
[18] [2] N AND ELECTRIC UNIT

——

—
[oe]

(o] (o] SOLENOID
e | R
(o] o RELAY UNIT

MOTOR
FL OIFL SFR OJFR SJRL JRL SIRR RR_|ACTUATOR
N SOUTS]IN OUTSIN OUTH| IN out
V IGN MOTOR ACTR MOTOR FL FL _FR FRRL RL_ _RR  RR
RELAY RELAY MON IN OUT IN OUT IN OUT IN OuUT CONTROL
ACT ACT
UNIT
GND

£
_%E

B/R

T

o
g

REFER TO THE FOLLOWING.
E108) -FUSE BLOCK-

m| m|
|26|25|24|23|22|21 |20|19|18|17|16|
[15 14]13]12|11}10]9]8]7]6]5 JUNCTION BOX (J/B)
] ]

MFWAO0022E
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TROUBLE DIAGNOSIS

[ABS]
BRC-ABS-03
ABS
ACTUATOR
AND
ELECTRIC
UNIT
fJC’\ﬁ_IFI)TROL
DS FL DP FL DS FR DP FR DS RL DP RL DS RR DP RR
1 1 1 . - 1 1 1 1
[ EE [ K| Lod) e bzl Led) Lol (e
R G w B P L PU LG
BRC
P L PU LG
T
P L PU LG
R G w B P L PU LG
II Il FRONT II II FRONT m IT' REAR m IT' REAR
WHEEL WHEEL WHEEL WHEEL
SENSOR SENSOR SENSOR SENSOR
LH RH LH L®J RH

| m]
26|25]24]23]22]21]20]19]18|17]16
N N

(=] -
[1]2]3]4]5]6] E120 B142) , (B143
GY B B

BRC-15
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TROUBLE DIAGNOSIS

[ABS]

Trouble Diagnosis Chart by Symptom

When ABS and warning lamps illuminate, perform self-diagnosis.

EFS002W4

Items to be monitored

Contents

Condition

Reference values in
normal operation

Symptom Condition Check items Reference page
« Blown ABS warning lamp bulb
) o « Blown fuse between ignition and ABS warning
ABS warning lamp does not illuminate lamp.
with ignition ON. (ABS warning lamp IGN-ON o B o BRC-25
check) « Open circuit of wiring between ignition and
ABS warning lamp.
« Malfunction in ABS system
ABS warning lamp iIIuminz;\teg with . « ABS actuator and electric unit connector dis-
ignition ON, but does not i umlnf_altes o) IGN-ON connected BRC-25
after a few seconds. (ABS warning o =
|amp has been |”Um|nated) « Malfunction in ABS SyStem
ABS actuator and electric unit Input/Output Signal Standard ersoozws
SPECIFICATIONS DEFINED BY CONSULT-II
Data monitor (Reference)

Check points when result
was malfunctioning

Wheel sensor FR,
FL, RR, RL
[km/h (MPH)]

Vehicle wheel speed

When the vehicle is
stopped

0 km/h (0 MPH)

While driving (note:1)

Almost in accordance
with speedometer dis-
play (within £10%)

Wheel sensor and harness

Depress the brake

ON
Stop lamp switch Brake pedal status pedal. Stop lamp switch and path
Release brake pedal. | OFF
Engine RPM below sTOP
ENGINE RPM SIG- . . . 400 rpm . .
With engine running Engine RPM signal path
NAL [STOP/RUN] Engine RPM 400 rpm
. RUN
or higher
Actuator and electric
unit (solenoid valve) is
ABS inlet SV activated (by active
test mode of CON-
FR, FL, RR, RL ON
SULT-II) or actuator
(ON/OFF) . .
relay is not activated
Solenoid valve opera- | (in fail-safe mode, )
tion before starting engine) ABS solenoid valve path
Actuator and electric
ABS outlet SIV ot acthated and
FR, FL, RR, RL actuator relay is acti- OFF
(ON/OFF) vated (vehicle stopped
with engine running)
Vehicle stopped
_ y . OFF
ABS actuator relay Actuator relay acti- Ignition switch ON ABS actuator relay and
(ON/OFF) vated i harness
Vehl_cle stopped ON
Engine running
(Ignition switch ON or
engine is running): OFF
ABS motor relay Motor relay and motor | ABS inactive ABS motor and motor relay
(ON/OFF) activated (Ignition switch ON or harness
engine is running): ON

ABS active
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TROUBLE DIAGNOSIS
[ABS]

) ) ABS warning lamp ON | ON )
Warning lamp ABS warning lamp ON - ABS warning lamp and
(ON/OFF) condition (Note 2) ABS warning lamp OFF path

OFF condition

POWER VOLTAGE Battery voltage sup- Control unit power supply

V) plied to control module Ignition switch ON Approx. 10 - 16 V circuit
CAUTION:
1. Check air pressure of tire under normal condition.
2. ABS warning lamp ON/OFF timing
ON  : When ignition switch is turned ON (before engine starts) or when malfunction is
detected
OFF : After engine is started (When the system is in normal condition)
CONSULT-Il Functions ersoozws
CONSULT-Il FUNCTION APPLICATION TABLE
Item Self-diagnosis Data monitor Active test
FR RH SENSOR x x - BRC
FR LH SENSOR [OPEN] x x -
RR RH SENSOR x x -
RR LH SENSOR x x -
Speed sensor x - R
Stop lamp switch - x -
FR RH IN ABS SOL x x x
FR RH OUT ABS SOL x x x
FR LH IN ABS SOL x x x
FR LH OUT ABS SOL x x x
RR RH IN ABS SOL x x x
RR RH OUT ABS SOL x x x
RR LH IN ABS SOL x x x
RR LH OUT ABS SOL x x x
ABS ACTUATOR RELAY x x -
ABS MOTOR RELAY x x x
ABS warning lamp - x -
Battery voltage x X -
Control module x - -

x: Applicable
—: Not applicable

SELF-DIAGNOSIS

Operation procedure
1. After obtaining customer's information, perform BRC-23, "Basic Inspection” .

BRC-17



TROUBLE DIAGNOSIS

2. After turning ignition switch OFF, connect CONSULT-Il connec-
tor to data link connector on vehicle.

3. Start engine and drive at Approx. 30 km/h (19 MPH) for Approx.
1 minute.

4. Stop vehicle. With engine at idle, touch “START (NISSAN

BASED VHCL)", “ABS” and “SELF-DIAG RESULTS” on CON- NISSAN

SULT-II screen in this order. CONSULT I
CAUTION: )
“ABS” may not be displayed on the system selection

screen in the following case: When “START (NISSAN ENGINE

BASED VHCL)” was touched just after engine is started or

. e . . . START {NISSAN BASED VHCL)
ignition switch is turned to ON. In this case, repeat proce- ( )

dure from step 2. START (RENAULT BASED VHCL)
5. Self-diagnosis result is displayed. (If necessary, touch “PRINT” SUB MODE
to print self-diagnosis result.) MBIB0233E

o If “NO MALFUNCTION" is displayed, check ABS warning
lamp. Refer to BRC-24, "BASIC INSPECTION 3 ABS WARNING LAMP INSPECTION" .

6. Check the faulty part indicated by the chart to repair or replace.
7. Start engine and drive at Approx. 30 km/h (19 MPH) for Approx. 1 minute.

CAUTION:
« Check again to make sure that there is NO FAILURE on other parts.

« If wheel sensor [SHORT] is detected, ABS warning lamp does not turn off until following condi-
tions: Vehicle is driven at Approx. 30km/h (19MPH) for Approx. 1 minute, even in normal condi-
tions.
8. Turn OFF ignition switch to prepare for erasing memory.
9. Start engine. Touch “START (NISSAN BASED VHCL)", “ABS”, “SELF-DIAG RESULTS"” and “ERASE
MEMORY” on CONSULT-II screen in this order to erase fault memory.
CAUTION:
If memory cannot be erased, proceed to 6.

10. Drive at Approx. 30 km/h (19 MPH) for Approx. 1 minute. Be sure ABS warning lamp is OFF.
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TROUBLE DIAGNOSIS

[ABS]

Display item list

Faulty lines

Malfunction detecting condition

Check harness

Front RH wheel sensor [OPEN]

Either of following causes may be possible. Circuit of front RH
wheel sensor is open. Abnormally high input voltage is caused
by a short to power supply on signal lines.

Front LH wheel sensor [OPEN]

Circuit of front LH wheel sensor is open, or abnormally high
input voltage is caused by a short to power supply on signal
lines.

REAR RH wheel sensor [OPEN]

Either of following causes may be possible. Circuit of rear RH
wheel sensor is open. Abnormally high input voltage is caused
by a short to power supply on signal lines.

REAR LH wheel sensor [OPEN]

Either of following causes may be possible. Circuit of rear LH
wheel sensor is open. Abnormally high input voltage is caused
by a short to power supply on signal lines.

Front RH wheel sensor [short 1]
or front RH wheel sensor [short 2]
(Note 1), (Note 2)

At RH front wheel sensor, following conditions occur: abnormally
high or low input voltage by short to power supply or ground on
signal lines, abnormal input signal

Front LH wheel sensor [short 1]
or front left wheel sensor [open 2]
(Note 1), (Note 2)

At LH front wheel sensor, following conditions occur: abnormally
high or low input voltage by short to power supply or ground on
signal lines, abnormal input signal

Rear RH wheel sensor [SHORT]
(Note 1), (Note 2)

At RH rear wheel sensor, following conditions occur: abnormally
high or low input voltage by short to power supply or ground on
signal lines, abnormal input signal

Rear LH wheel sensor [SHORT]
(Note 1), (Note 2)

At LH rear wheel sensor, following conditions occur: abnormally
high or low input voltage by short to power supply or ground on
signal lines, abnormal input signal

Wheel sensor harness

BRC

FR RH IN ABS SOL
[OPEN] [SHORT]

At RH front wheel ABS inlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

FR LH IN ABS SOL
[OPEN] [SHORT]

At LH front wheel ABS inlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

RR RH IN ABS SOL
[OPEN] [SHORT]

At RH rear wheel ABS inlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

RR LH IN ABS SOL
[OPEN] [SHORT]

At LH rear wheel ABS inlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

FR RH OUT ABS SOL
[OPEN] [SHORT]

At RH front wheel ABS outlet solenoid valve, following condi-
tions occur: open circuit, output voltage is abnormally lower or
higher than control value by short to ground on control line.

FR LH OUT ABS SOL
[OPEN] [SHORT]

At LH front wheel ABS outlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

RR RH OUT ABS SOL
[OPEN] [SHORT]

At RH rear wheel ABS outlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

RR LH OUT ABS SOL
[OPEN] [SHORT]

At LH rear wheel ABS outlet solenoid valve, following conditions
occur: open circuit, output voltage is abnormally lower or higher
than control value by short to ground on control line.

ABS solenoid valve and
actuator relay harness

ABS motor [ON error]

ABS actuator motor turned ON when the ABS motor is con-
trolled OFF.

ABS motor [OFF error]

ABS actuator motor turned OFF when the ABS motor is con-
trolled ON.

ABS motor relay and
harness

ABS actuator relay [ON error]

ABS actuator relay turned ON when it is controlled OFF.

ABS ACTUATOR RELAY
[OFF abnormal]

ABS actuator relay turned OFF when it is controlled ON.

ABS actuator relay and
harness
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TROUBLE DIAGNOSIS

[ABS]
Faulty lines Malfunction detecting condition Check harness
. . .. | ABS actuator and elec-
BATTERY VOLTAGE [ABNOR- Power source voltage supplied to ABS actuator and electric unit ) )
. tric unit power supply
MAL] is abnormally low.

circuit

ABS actuator and elec-
tric unit, power and
ground circuits

Function of calculation in ABS actuator and electric unit has

CONTROL UNIT .
failed.

« CAN communication function of ABS actuator and electric unit | cAN communication
CAN COMM is not malfunctioning. system of ABS actuator
« CAN communication function of combination meter. and electric unit.

(Note 1): When vehicle was stuck on slippery road, and spin its wheels for Approx. 10 - 80 seconds (the period depends on vehicle
speed). ABS warning lamp may come on. However, this is not abnormal.

(Note 2): Repair short circuit in sensor. ABS warning lamp will come on when ignition switch is turned ON. According to self-diagnosis
operation procedure, drive vehicle at Approx. 30 km/h (19 MPH). Then check ABS warning lamp goes out in about one minute.

DATA MONITOR
e For details of data monitor function, refer to CONSULT-II Instruction Manual.

Operation procedure

1. Turn the ignition switch to OFF.
2. Connect CONSULT-II connector to data link connector on vehicle.
3. Turn ignition switch ON.

4. Touch “START (NISSAN BASED VHCL)" on the display.

NISSAN

CONSULT -l

ENGINE

START (NISSAN BASED VHCL)

START (RENAULT BASED VHCL)

SUB MODE

MBIB0233E

5. Touch “ABS” on display.

DIAGNOSIS SYSTEM SELECTION

CAUTION: ENGINE
“ABS” may not be displayed on the system selection

screen in the following case: When “START ( AT

NISSAN BASED VHCL)” was touched just after engine is AIR BAG
started or ignition switch is turned to ON. In this case, ABS

repeat procedure from step 2.
6. Touch “DATA MONITOR”.

7. Return to monitor item selection screen. Touch any of “ECU
INPUT SIGNALS”, “MAIN SIGNALS”,
“CAN DIG SUPPORT MNTR” or “SELECTION FROM MENU". PBR38SC
Refer to following “Data monitor item chart”.

8. Touch “MONITOR START".
9. Screen of data monitor is displayed.

BRC-20
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[ABS]

Display item list

Item (Unit)

Monitor item selection

Main item Item menu selection

Remarks

FR RH SENSOR (km/h)

Wheel speed calculated by
front RH wheel sensor signal is
displayed.

FR LH SENSOR (km/h)

Wheel speed calculated by
front LH wheel sensor signal is
displayed. (Note 1)

RR RH SENSOR (km/h)

Wheel speed calculated by
rear RH wheel sensor signal is
displayed. (Note 1)

RR LH SENSOR (km/h)

Wheel speed calculated by
rear LH wheel sensor signal is
displayed.

STOP LAMP SW

Operating condition of ABS
warning lamp by control unit is

displayed. BRC

FR RH IN SOL

Operating condition (ON/OFF)
of rear RH ABS inlet solenoid
valve is displayed.

FR RH OUT SOL

Operating condition (ON/OFF)
of rear RH ABS outlet solenoid
valve is displayed.

FR LH IN SOL

Operating condition (ON/OFF)
of rear RH ABS inlet solenoid
valve is displayed.

FR LH OUT SOL (ON/OFF)

Operating condition (ON/OFF)
of rear RH ABS outlet solenoid
valve is displayed.

RR RH IN SOL (ON/OFF)

Operating condition (ON/OFF)
of rear RH ABS inlet solenoid
valve is displayed.

RR RH OUT SOL (ON/OFF)

Operating condition (ON/OFF)
of rear RH ABS outlet solenoid
valve is displayed.

RR LH IN SOL (ON/OFF)

Operating condition (ON/OFF)
of rear RH ABS inlet solenoid
valve is displayed.

RR LH OUT SOL (ON/OFF)

Operating condition (ON/OFF)
of rear RH ABS outlet solenoid
valve is displayed.

ACTUATOR RLY (ON/OFF)

Condition of ABS actuator
relay (ON/OFF) is displayed.

MOTOR RLY (ON/OFF)

Condition of ABS motor relay
(ON/OFF) is displayed.

WARNING LAMP (ON/OFF)

Indicates ABS warning lamp
operating condition

BATTERY VOLT

Indicates voltage supplied by
ABS actuator and electric unit

Voltage

Displays values measured by
voltage probe

x: Applicable
—: Not applicable
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[ABS]

ACTIVE TEST
Operation procedure
CAUTION:

O NGO R W

Do not perform active test wheel running.

Be sure completely bleed air from brake system.

Active test cannot be performed with ABS warning lamp on.
Connect CONSULT-II to data link connector and start engine.
Touch “START (NISSAN BASED VHCL)” on the display.

Touch “ABS”.

Touch “ACTIVE TEST".

Test item selection screen is displayed.

Touch test item.

Touch “START” with “MAIN SIGNALS” line inverted.
Active test screen is displayed.

Display item list
ABS solenoid valve

Touch “UP”, “KEEP” and “DOWN". Check ABS solenoid valves (inlet/
outlet) operate as the following chart using screen monitor.

Operation Up Keep Down
ABS inlet S/V OFF ON ON
ABS outlet S/V OFF OFF ON*

*. ON for 1 to 2 seconds after touch, and then OFF

NOTE:

If active test is performed with brake pedal depressed, pedal
stroke may be changed. This is a normal condition.

“TEST STOP” is displayed 10 seconds later from the operation
start.

To perform test again after “TEST STOP” is displayed, repeat
step 6 of operation procedure.

BRC-22

NISSAN

CONSULT -l

ENGINE

START (NISSAN BASED VHCL)

START (RENAULT BASED VHCL)

SUB MODE

MBIB0233E

DIAGNOSIS SYSTEM SELECTION

ENGINE

AT

AIR BAG

ABS

PBR385C

ACTIVE TEST

FR RH SOL up

MONITOR
FR RH IN SOL OFF

FR RH OUT SOL OFF

| KEEP | DOWN

SFIA0395E

ACTIVE TEST

TEST IS STOPPED

SPECIFIED TIME HAS ELAPSED.
-START TESTS AGAIN.

SFIA0396E




TROUBLE DIAGNOSIS

[ABS]

ABS motor
Touch “ON” and “OFF” on screen. Check ABS motor relay operates
as shown in the following chart.

Operation ON OFEF
ABS actuator ON ON
ABS motor ON OFF

NOTE:
« If active test is performed with brake pedal depressed, pedal

stroke may be changed. This is a hormal condition.

ACTIVE TEST

ABS MONITOR OFF

MONITOR
ACTUATOR RLY ON
MOTOR RELAY OFF

SFIA0397E

« “TEST STOP” is displayed 10 seconds later from the operation
start.

Component Inspection
ABS ACTUATOR AND ELECTRIC UNIT

EFS002W7

« Disconnect each ABS actuator and electric unit E64 connector.
Confirm continuity and resistance value between each pair of
ABS actuator and electric unit harness connector.

CAUTION:
Be sure ABS motor is securely grounded.

IGNITION SWITCH
ON OR START BATTERY
50A 30A
10A
| 42) 43)
ABS ACTUATOR AND
ELECTRIC UNIT
0
1 1
26[25[24[23[22[21]20[1 91 81 7]16]
( Tea3i 210 9181 7]6]5]
[ [
SFIA0415E

Basic Inspection

EFS002W8

BASIC INSPECTION 1 BRAKE FLUID LEVEL AND LEAKAGE INSPECTION
1. Check fluid level in brake reservoir tank. If fluid level is low, refill brake fluid.

2. Check area around brake piping and ABS actuator and electric unit for leaks. If a leak or oozing is

detected, check as follows:

« If connections at ABS actuator and electric unit are loose, tighten piping to the specified torque. Then

check again for leaks, and be sure there is no fluid leak.

« If the flare nuts at the connections and the threads of the ABS actuator and electric unit are damaged,
replace the damaged parts. Then check again for leaks, and make sure that there is no fluid leak.

« If leak or oozing is detected except for ABS actuator and electric unit connections, wipe it with clean
cloth. Then check again for leaks. If there is still leak or oozing, replace damaged part.

« If leak or oozing is detected on ABS actuator and electric unit, wipe with a clean cloth. Check again for
leaks, and if there is still leak or 0ozing, replace ABS actuator and electric unit.

CAUTION:
ABS actuator and electric unit body cannot be disassembled.

BASIC INSPECTION 2 INSPECTION FOR LOOSE POWER SUPPLY TERMINAL
Check battery for looseness on battery positive/negative terminals and ground connection.

BRC-23
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TROUBLE DIAGNOSIS
[ABS]

BASIC INSPECTION 3 ABS WARNING LAMP INSPECTION

1. Be sure ABS warning lamp turns on when ignition switch is turned ON. If it does not turn on, check ABS
warning lamp harness.

2. Be sure ABS warning lamp turns off after approximately 1 second when ignition switch is turned ON. If it
does not turn off, perform self-diagnosis.

3. After driving the vehicle at Approx. 30km/h (19MHP) for a few seconds, check ABS warning lamp do not

illuminate.
4. After completing the self-diagnosis, always erase the diagnosis memory.
Wheel Sensor System ——

INSPECTION PROCEDURE
1. TrRE INSPECTION

Check air pressure, wear, and size.
Are air pressure, wear, and size within specifications?

YES >>GOTO2.
NO >> Adjust air pressure, or replace tire.

2. SENSOR ROTOR INSPECTION

Check sensor rotor tooth for damage.
Is inspection result OK?

OK >> GO TO 3.
NG >> Replace sensor rotor.

3. CHECK THE CONNECTOR

1. Remove both the malfunctioning wheel sensor (identified at con-
trol unit) and the ABS actuator and electric unit connector. Check the
deformation of the terminal or if the connection is at the incomplete
state. Then connect the connectors.

2.Operate self-diagnosis.

Does ABS warning lamp illuminate?

ABS wheel sensor connector
RR-LH RR-RH FR-LH FR-RH

M m
?@?
?

T2

Sy

YES >>GOTO4 RR RH
NO  >> Check is completed. 7 515 5 &t 1670 9 2
ABS actuator and electric unit RRLH

a2

SFIA0418E

4. CHECK WHEEL SENSOR.

Check internal resistance of wheel sensor. S
Resistance :1.44-1.76k Q TS.
s i It OK? ABS wheel sensor connector
S InSpection resu ! FR-LH ~_ FR-RH . RR-LH RR-RH
OK >>GOTOS5. ato
NG  >> Replace wheel sensor. <

[Q]

h——{m %

SFIA0419E
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[ABS]
5. CHECK WHEEL SENSOR CIRCUIT.
1. Disconnect control unit connector and wheel sensor connector. NS4 “is's  ABS wheel sensor connector
2. Check continuity between the ABS actuator and electric unit TS, Front Rear
harness connector E64 terminal No.5 (R), 16 (G), 10 (W), 9 (B), d> T dD
17 (P), 6 (L), 19 (PU), 8 (LG) and wheel sensor harness connec- ABS actuator and electric
tor E60 No.1 (R), 2 (G), E2 No.1 (W), 2 (B), B143 No.1 (P), 2 (L), unit vehicle side connector
B142 No.1 (PU), 2 (LG)
Is inspection result OK? 15&1,‘61’:’ 19570 12
OK  >> Replace ABS actuator and electric unit. i e
NG >> Repair or replace the harness. . @ ’
SFIA0420E

ABS warning lamp does not illuminate. (ABS warning lamp does not come on
when the ignition switch is turned ON.)

Replace the combination meter control unit.

ABS warning lamp illuminates with ignition ON, but does not illuminates off BRC
after a few seconds. (ABS warning lamp has been illuminated.)

1. ABS ACTUATOR AND ELECTRIC UNIT CONNECTOR CONNECTION INSPECTION

EFS002WA

EFS002WB

Remove glove box on the passenger side and check ABS actuator and electric unit connector for proper con-
nection.

Is inspection result OK?

OK >> Proceed to 2. (ABS actuator and electric unit connector is properly connected.)
NG >> Connect the ABS actuator and electric unit connector and perform inspection again.

2. USING CONSULT-Il, PERFORM SELF-DIAGNOSIS.

Connect the CONSULT-Il and perform self-diagnosis.
Is inspection result OK?

OK >> GO TO 3. (No self-diagnosis malfunction indicated.)

NG >> Perform inspection according to the trouble codes displayed on the CONSULT-Il. Refer to the
“DTC chart”.

CAN Communication Circuit
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

EFS002WC

Description

Self-diagnosis results
CONSULT-II
CAN COMM CIRCUIT

Are any items other than above indicated in self-diagnosis results?

YES >> Repair or replace affected items.
NO >> GO TO 2.

BRC-25
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[ABS]

2. CAN COMMUNICATION SYSTEM CHECK

Check “CAN DIAG SUPPORT MNTR” of the data monitor items.

Normal Abnormal (example)
CAN COMM: OK CAN COMM: NG
CAN CIRC 1: OK CAN CIRC 1: UNKWN
CAN CIRC 2: OK CAN CIRC 2: UNKWN

>> After printing the monitor items, go to CAN SYSTEM. Refer to BRC-5, "CAN Communication Unit"

Symptom 1: ABS Works Frequently. Erso02wo
Inspection procedure
1. INSPECTION START

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> GO TO 2.
NG >> Refer to wheel sensor and rotor lines.

2 . LOOSENESS INSPECTION

Check the front and rear axle for looseness.

Is inspection result OK?
OK >> BRC-26, "Symptom 2: Unexpected Pedal Action"
NG >> Axle inspection and repair

Symptom 2: Unexpected Pedal Action ersoozwe
Inspection procedure
1. BRAKE PEDAL STROKE INSPECTION

Check the brake pedal stroke.
Is stroke excessively long?

YES >> Check the bleeding and brake system.
NO >> GO TO 2.

2. PEDAL FORCE INSPECTION

Check that the brake is effective with the pedal depressed.
Is the pedal heavy, but effective?

YES >> Normal
NO >> GO TO 3.

3. CONNECTOR AND PERFORMANCE INSPECTION

Disconnect the actuator relay unit connector to deactivate the ABS function. Check that the brake is effective.
Is the brake effective?

YES >>GO TO 4.
NO >> Brake line inspection

BRC-26
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4. ABS WARNING LAMP INDICATOR INSPECTION

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate?

YES >> Perform the self-diagnosis.
NO >> GO TO 5.

5. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair BRC

Symptom 3: Longer Stopping Distance Ersoozwr
Inspection procedure
1. INSPECTION START

Check that the stopping distance when braking becomes longer only on a snowy or gravel road.
Does the stopping distance when braking become longer only on a snowy or gravel road?

YES >> It may be longer than that of vehicle without ABS.
NO >> GO TO 2.

2 . PERFORMANCE CHECK

Disconnect the actuator relay box to deactivate the ABS function.
Is the stopping distance still longer?
YES >>. Brake line air bleeding
« Brake line inspection
NO >> GO TO 3.

3. ABS WARNING LAMP INDICATOR INSPECTION

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate?

YES >> Perform the self-diagnosis.
NO >> GO TO 4.

4. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair
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Symptom 4: ABS Does Not Work. Erso0zws

Inspection procedure
1. ABS WARNING LAMP INDICATOR INSPECTION

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate?

YES >> Perform the self-diagnosis.
NO >> GO TO 2.

2. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair

Symptom 5: Pedal Vibration and Noise —
Inspection procedure
1. sympTOM CHECK

Check the brake system for pedal vibration or noise at the engine start.
Is inspection result OK?

OK >> Perform the self-diagnosis.
NG >> GO TO 2.

2. SYMPTOM CHECK 2

Check the brake system for pedal vibration or noise when the pedal depressed lightly (just put a foot on).

CAUTION:
Under the following driving conditions, the wheel speed will fluctuates, resulting in ABS activation.

« When shifting gears
« High speed cornering
« When a gust of wind
Is inspection result OK?

OK >> GO TO 3.
NG >> Normal

3. SYMPTOM CHECK 3

Does the symptom appear during normal braking operation?

CAUTION:
ABS may work in following driving conditions even if there is no sudden brake.

« When road friction is low.
« High speed cornering

« When a gust of wind

Is inspection result OK?

OK >> GO TO 4.
NG >> Normal
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4. SYMPTOM CHECK 4

Check that the symptom is reproduce when the engine speed is increased with the vehicle stopped.
Is inspection result OK?

OK >> GO TO 5.
NG >>+ Normal.

CAUTION:
This symptom may appear with vehicle stopped.

5. SYMPTOM CHECK 5

Check that the symptom is reproduce when any switch of electrical equipment is operated.
Is inspection result OK?
OK >> Check that there are no radio, antenna, and antenna lead-in wires (including wiring) near control

unit.
NG >> GO TO 6.

6. ABS WARNING LAMP INSPECTION BRC

Check that the ABS warning lamp turns on.
Is inspection result OK?

OK >> Perform the self-diagnosis.
NG >>GO TO7.

7. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

« Wheel sensor path harness and connector inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair
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WHEEL SENSORS

[ABS]

WHEEL SENSORS PFP:47910

Removal and Installation

EFS002WI

SEC. 476

Front

Push and lock
the rubber clamp.

Push and lock
the rubber clamp.

Detail A
/

o
Front wheel sensor (RH)
harness connector o

: v
Front wheel sensor (LH)
harness connector

Rear Push and lock

the rubber clamp. // IUJ 24.6 - 33.3
(2.5-3.3,19 - 24)

- Detail B

%\

Rear wheel sensor (LH)

harness connector | Al Push and lock

the rubber clamp.

m : Nem (kg-m, in-Ib) E 43-5.9 harness connector

!
Rear wheel sensor (RH) _|

-

[0 : Nem (kg-m, filb) (0.44 - 0.60, 38 - 52)

SFIA0421E

CAUTION:

« Be careful not to damage sensor edge and rotor tooth. Before removing front or rear wheel hub,
remove wheel sensor to avoid sensor wiring damage. Otherwise, sensor may be deactivated.

« When removing sensor, avoid rotating it as much as possible. Do not forcibly pull sensor harness.

« When installing, check sensor pick-up and mounting hole for foreign material such as iron chips.
Check no foreign material has been caught in sensor rotor. Remove any foreign material found.
Tighten mounting bolts and nuts to the specified torque.
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SENSOR ROTOR

[ABS]
SENSOR ROTOR PFP:47970
Removal and Installation £ so0ows
REMOVAL
Front

1. Remove drive shaft. Refer to FAX-11, "REMOVAL" .
2. Remove sensor rotor from drive shaft. Refer to FAX-14, "DISASSEMBLY" .

Rear
1. Remove wheel hub. Refer to RAX-5, "REMOVAL" .
2. Remove sensor rotor from wheel hub. Refer to RAX-5, "REMOVAL" .

INSTALLATION

Front

1. Install sensor rotor to drive shaft. Refer to FAX-17, "ASSEMBLY" .
2. Connect drive shaft. Refer to FAX-13, "INSTALLATION" .

Rear
1. Install sensor rotor to wheel hub. Refer to RAX-6, "INSTALLATION" .
2. Connect wheel hub. Refer to RAX-6, "INSTALLATION" .

BRC-31

BRC




ACTUATOR AND ELECTRIC UNIT

[ABS]
ACTUATOR AND ELECTRIC UNIT PFP:47660
Removal and Installation J—

[C)17.5-23.6

(1.8-2.4,13-17)
To front caliper (LH) ‘

To rear caliper (RH)

To rear caliper (LH) //
To front caliper (RH) f\&uf
N
/‘/‘ A/yfw/ °
‘ Y
i)
4 g [

[®]6-8(0.7-0.8,54-70)

[C) 17.5 - 23.6
(1.8-2.4,13-17)

[O] : Nem (kg-m, ft-Ib)
@ : Nem (kg-m, in-lb)

SFIA0425E
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ACTUATOR AND ELECTRIC UNIT
[ABS]

REMOVAL

[0) 17.5 - 23.6
(1.8-2.4,13-17)

To front caliper (RH)
To rear caliper (LH)
To rear caliper (RH)

To front caliper (LH)

BRC

[@l6-8(0.7-038,54-70)

[0] 17.5 - 23.6
(1.8-2.4,13-17)

[O] : Nem (kg-m, ft-Ib)
@ : Nem (kg-m, in-lb)

SFIA0457E

CAUTION:
« Before servicing, disconnect battery terminals.

« Toremove brake tube, use a flare nut wrench to prevent flare nuts and brake tube from being dam-
aged. To install, use a flare nut torque wrench and tighten to the specified torque.

INSTALLATION

Be careful of the following.

« Tighten mounting bolts and nuts to the specified torque.

« After the work, bleed the brakes. Refer to BR-10, "Bleeding Brake System" .
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PRECAUTIONS

[ESP/TCS/ABS]
PRECAUTIONS PFP:00001
Precautions for Supplemental Restraint System (SRS) “AIR BAG” and “SEAT
BELT PRE-TENSIONER” —

The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER”, used along
with a front seat belt, helps to reduce the risk or severity of injury to the driver and front passenger for certain
types of collision. Information necessary to service the system safely is included in the SRS and SB section of
this Service Manual.

WARNING:

« To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death
in the event of a collision which would result in air bag inflation, all maintenance must be per-
formed by an authorized NISSAN/INFINITI dealer.

« Improper maintenance, including incorrect removal and installation of the SRS, can lead to per-
sonal injury caused by unintentional activation of the system. For removal of Spiral Cable and Air
Bag Module, see the SRS section.

« Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. SRS wiring harnesses can be identified by yellow and/or orange harnesses or
harness connectors.

Precautions for Brake System —

« Recommended fluid is brake fluid “DOT 3” or “DOT 4".
« Never reuse drained brake fluid.

« Be careful not to splash brake fluid on painted areas; it may cause paint damage. If brake fluid is splashed

on painted areas, wash it away with water immediately.

« Never use mineral oils such as gasoline or kerosene. They will ruin rubber parts of hydraulic system.

« Use flare nut wrench when removing and installing brake tubes.
« Always torque brake lines when installing.

« Before working, turn the ignition switch OFF and disconnect the

connectors for the ESP/TCS/ABS actuator and control unit or
the battery terminals.

« Burnish the brake contact surfaces after refinishing or replacing
drums or rotors, after replacing pads or linings, or if a soft pedal
occurs at very low mileage. Refer to BR-27, "BRAKE BURNISH-
ING PROCEDURE" .

WARNING:
Clean brakes with a vacuum dust collector to minimize risk
of health hazard from powder caused by friction.

Precautions for Brake Control J—

o During the ESP/TCS/ABS operation, the brake pedal vibrates lightly and its mechanical noise may be
heard. This is a normal condition.

« Just after starting the vehicle after ignition switch ON, the brake pedal may vibrate or the motor operating
noise may be heard from the engine compartment. This is a normal status of the operation check.

« The stopping distance may be longer than that of vehicles without ABS when the vehicle drives on rough,
gravel, or snowy (fresh deep snow) road.

« Ifamalfunction is indicated by the ABS warning lamp, or other warning lamps, collect the necessary infor-
mation from the customer (what symptoms are present under what conditions) and find out the possible
causes before starting the service. Besides the electrical system inspection, check the booster operation,
brake fluid level, and oil leaks.

« If the tire size and type are used in a improper combination, or the brake pads are not NISSAN genuine
parts, the stopping distance or steering stability may deteriorate.

« Ifthere is a radio, antenna, or antenna lead-in wire (including wiring) near the control unit, the ESP/TCS/
ABS function may have a malfunction or error.

. If aftermarket parts (e.g. Car stereo equipment, CD player) have been installed, check the electrical har-
nesses for pinches, open, and improper wiring.

Commercial service tool

SBR686C
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PRECAUTIONS
[ESP/TCS/ABS]

Precautions for CAN System Ersoozwo
FOR INSPECTION

« Do not apply voltage of 7.0V or higher to the measurement terminals.

« Use the tester with its open terminal voltage being 7.0V or less.

« Before harness inspection, turn the ignition switch off, disconnect the negative battery terminal.

FOR HARNESS REPAIR

« Solder the repaired parts, and wrap with tape. [Frays of twisted
line must be within 110 mm (4.33 in)]

OK: Soldered and wound with tape

PKIAO306E B R C

« Do not perform bypass wire connections for the repair
parts.(The spliced wire will become separated and the charac-
teristics of twisted line will be lost.)

NG: Bypass wire connection

PKIA0307E
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PREPARATION

[ESP/TCS/ABS]

PREPARATION
Special Service Tools

PFP:00002

EFS002WP

Tool name

Description

1. Flare nut crowfoot
a:10mm (0.39 in)
2. Torque wrench

=S

“ =y
<L @ (J@

S-NT360

Removing and installing each brake
piping

Brake fluid pressure gauge

e

i
S-NT151

Measuring brake fluid pressure

BRC-36



ON-VEHICLE SERVICE

[ESP/TCS/ABS]
ON-VEHICLE SERVICE PFP:00000
Adjustment of Neutral Position of Steering Angle Sensor Erso02wo

« After removing/installing or replacing the ESP/TCS/ABS control unit, steering angle sensor, steering com-
ponents, suspension components, and tires, or after adjusting the wheel alignment, make sure to adjust
the neutral position of the steering angle sensor before running the vehicle.
CAUTION:
To adjust the neutral position of the steering angle sensor, make sure to use CONSULT-II.
(Adjustment cannot be done other than CONSULT-II.)

1. Stop the vehicle with the front wheels in the straight-ahead position.

2. Connect CONSULT-II to data link connector on the vehicle, and
turn the ignition switch to ON position (engine not running).

MAIAO009E

3. Touch “START (NISSAN BASED VHCL).

NISSAN

CONSULT -l

ENGINE

START (NISSAN BASED VHCL)

START (RENAULT BASED VHCL)

SUB MODE

MBIB0233E

4. Touch “ABS”, “WORK SUPPORT” and “ST ANGLE SENSOR
ADJUSTMENT” on the CONSULT-II screen in this order.

DIAGNOSIS SYSTEM SELECTION

ENGINE

AT

AIR BAG

ABS

PBR385C

SELECT DIAG MODE

WORK SUPPORT

SELF-DIAG RESULTS

DATA MONITOR
ACTIVE TEST
FUNCTION TEST
ECU PART NUMBER

-

SFIA0365E
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ON-VEHICLE SERVICE

[ESP/TCS/ABS]

SELECT WORK ITEM

ST ANGLE SENSOR ADJUSTMENT

-

SFIA0370E

5. Touch “START".

CAUTION:
Do not touch the steering wheel while adjusting the steer-
ing angle sensor.

6. After approximately 10 seconds, touch “END”. (After approxi-
mately 60 seconds, it ends automatically.)

7. Turn the ignition switch OFF, then turn it ON again.

CAUTION:
Make sure to carry out the above operation.

8. Run the vehicle with the front wheels in the straight-ahead posi-

ST ANGLE SENSOR ADJUSTMENT

TOUTCH " START',AFTER KEEP THAT
THE STEERING WHEEL 1S IN THE
NEUTRAL POSITION WHEN DRIVING
STRAIGHT-AHEAD.

START

SFIA0371E

tion, then stop.

9. Select “DATA MONITOR*, “ECU INPUT SIGNALS” on the CON-
SULT-II screen. Then check that the “ST ANGLE SIG” is within
0+2.5deg. If the value is more than the specification, repeat
steps 1 to 5.

10. Erase the memory of ESP/TCS/ABS control unit and ECM.
11. Turn the ignition switch OFF.

SELECT DIAG MODE

WORK SUPPORT

SELF-DIAG RESULTS
DATA MONITOR
ACTIVE TEST
FUNCTION TEST

ECU PART NUMBER

-

SFIA0365E
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GENERAL INFORMATION

[ESP/TCS/ABS]
GENERAL INFORMATION PFP:00000
Fail-Safe ersoowR

ABS SYSTEM

If a malfunction occurs in the electrical system, the ABS warning lamp, ESP OFF indicator lamp, and SLIP
indicator lamp in the meter will turn ON. In this condition, the ESP/TCS/ABS and EBD become one of the fol-
lowing conditions by the fail-safe function.

1. Only EBD operates. The same condition as that of models without ESP/TCS/ABS

2. ESP/TCS/ABS and EBD do not operate. Only normal brake operates on 4 wheels.

NOTE:

In the step 1 shown above, the self-diagnosis is carried out at the ignition switch is turned ON and when the
vehicle initial starts. ABS self-diagnosis noise may be heard as usual.

ESP/TCS SYSTEM

If a malfunction occurs in the electrical system, the ESP OFF indicator lamp and SLIP indicator lamp in the
meter turn on. In this condition, ESP/TCS will be deactivated and it becomes equal to that of models without
ESP/TCS. However, ABS is controlled normally.

If a malfunction occurs in the throttle control system, ESP/TCS control does not operate. Only ABS control

operates normally. BRC
CAUTION:
If the fail-safe function operates, carry out the self-diagnosis for ESP/TCS/ABS control system.
Hydraulic Circuit ersooows
SEC. 462 Brake booster
[0 10.8-15.7
(1.1-1.6,8-11)
[C]10.8-15.7
(1.1-1.6,8-11) Actuator
—— : Brake tube
T77T : Brake hose
W : Connecting bolt PJ 16.7 -19.6 (1.7 - 1.9, 13 - 14)
O :Flare nut [B]14.8-17.6 (1.5-1.7,11 - 12)
H : Nem (kg-m, ft-Ib) SFIA0431E

CAUTION:
« When installing, check for twist and fracture.

« Make sure that there is no interference with other parts when turning the steering clockwise or
counter clockwise.

« The brake piping is an important safety part. If a brake fluid leak is detected, always disassemble
and replace with a new one, if necessary.

ABS Functions —

1. In cases of braking suddenly or braking on slippery road (ice road), ABS functions prevent wheels from
lock, improve the stability in sudden braking, and make efficient avoidance of obstacles with steering
manipulation by detecting 4-wheel speed and controlling 4-wheel brake fluid pressure.

2. EBD s integrated in ESP/TCS/ABS system.

CAUTION:
« During ABS operation, the brake pedal lightly vibrates and its mechanical noise may be heard.
This is a normal condition.
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GENERAL INFORMATION
[ESP/TCS/ABS]

When starting the engine, or just after starting the vehicle, the brake pedal may vibrate or the
motor operating noise may be heard from the engine compartment. This is a hormal status of the
operation check.

The stopping distance may be longer than that of vehicles without ABS when the vehicle drives on
rough, gravel, or snowy (fresh deep snow) road.

TCS Functions J—

1.

2.

3.

With the wheel sensor signals from 4 wheels, the ESP/TCS/ABS control unit detects a wheel spin. If a
wheel spins, the control unit controls brake fluid pressure to the spinning wheel, and cuts the fuel to the
engine. It also closes the throttle valve to reduce the engine torque. Furthermore, throttle position is con-
trolled to the appropriate engine torque.

If a wheel spins, the TCS system works same as LSD (Limited Slip Differential) function applying brake
fluid pressure to the spinning wheel.

During TCS operation, it informs a driver of system operation by flashing SLIP indicator lamp.

CAUTION:

During TCS operation, the body and the brake pedal lightly vibrate and the mechanical noise may
be heard. This is a normal condition.

Depending on road circumstances, the driver may have a sluggish feel. This is not abnormal,
because the optimum traction has the highest priority by TCS operation.

When the vehicle is passing through a road where the surface friction coefficient varies, down-
shifting or depressing the accelerator pedal fully may activate TCS temporarily.

ESP Functions J—

1.

2.

3.
CA

The Electronic Stability Program is called the ESP for short.
The ESP is indicated as the VDC (the Vehicle Dynamics Control) on the CONSULT-II screen.

In addition to the ABS/TCS function, ESP detects the driver's steering operation amount and brake opera-
tion amount from the steering angle sensor and pressure sensor. Using the information from the yaw rate/
side G sensor and wheel sensors, ESP judges the driving condition (conditions of understeer and over-
steer) to improve the stability by controlling the brake on 4 wheels and engine output.
During ESP operation, the SLIP indicator lamp flashes to inform the driver of the operation.
UTION:
During ESP operation, the body and the brake pedal lightly vibrate and their mechanical noise
may be heard. This is a normal condition.
If the vehicle is rotated on a turn table, or rolled and rocked on a ship, the ABS warning lamp,
ESP OFF indicator lamp, and SLIP indicator lamp may turn ON. In this case, start the engine on a
normal road again. If the ABS warning lamp, ESP OFF indicator lamp, and SLIP indicator lamp
turn OFF after the restart, it is normal.
When driving in a steep slope such as a bank, the ABS warning lamp, ESP OFF indicator lamp,
and SLIP indicator lamp may turn ON. In this case, start the engine on a normal road again. If the
ABS warning lamp, ESP OFF indicator lamp, and SLIP indicator lamp turn OFF after the restart, it
is normal.

BRC-40



GENERAL INFORMATION
[ESP/TCS/ABS]

System Diagram rsoozww

—— Electric line
= Brake hydraulic line

ECM TCM
Injector T T
oPeration —() ABS warning lamp
slonal CAN ESPt/T (I’S/'?;BS L ESP OFF indicator lamp
ontrol uni o
Throttle operation signal ——Q SLIP indicator lamp

Front RH wheel
sensor
I:./ CAN

Master cylinder

™~ Steering angle
sensor Rear RH wheel

| yau rate/Side G sensor sensor

Throttle motor

BRC

- 0000

Pressure sensor

[[] esprrcsiaBs Relay box

Actuator signal
ESP/TCS/ABS Actuator

Front LH wheel sensor Rear LH wheel sensor / ( )

I

SFIA0432E
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CAN COMMUNICATION

[ESP/TCS/ABS]
CAN COMMUNICATION PFP:23710
System Description rsoozux

CAN (Controller Area Network) is a serial communication line for real time application. It is an on-vehicle mul-
tiplex communication line with high data communication speed and excellent error detection ability. Many elec-
tronic control units are equipped onto a vehicle, and each control unit shares information and links with other
control units during operation (not independent). In CAN communication, control units are connected with 2
communication lines (CAN H line, CAN L line) allowing a high rate of information transmission with less wiring.
Each control unit transmits/receives data but selectively reads required data only.

CAN Communication Unit
Body type Sedan/Wagon/Hatch back
Axle 2WD
Engine YD22DDTi ‘ FIQ
Transmission M/T
Brake control ESP ABS ‘ ESP ABS

CAN communication unit

ECM X X X X X X X X
ESP/TCS/ABS control unit x X x x
ABS actuator and electric
. . X X X X
unit (control unit)
Data link connector X X X x x x X X
Tyre pressure monitoring 9 9 9 «
control unit
Steering angle sensor X x x x
Smart entrance control unit x X x X X X X X
Combination meter X X X x x x X X
BRC-43, "TYPE BRC-44, "TYPE . .
Can communication type | 21.TYPE22/TYPE29, | 23.TYPE24/TYPE3L. BRC'?\S('PET;( GF:E 25t ?555%,, TYPE 27/
TYPE30" TYPE32" E— I
x:Applicable

BRC-42



CAN COMMUNICATION

BRC-43

[ESP/TCS/ABS]
TYPE 21, TYPE22/TYPE29, TYPE30
System diagram
o LHD models (Type21, Type22)
CANH
CAN L
ESP/ Steerin Smart rTyrer
ECM TCS/ABS Data link an Ieg entrance m%reni!izrine Combination
control connector 9 control 9 meter
. sensor . control
unit unit .
unit
SKIA1524E
« RHD models (Type29, Type30)
° CANH
CAN L BRC
ESP/ r-ez;ire Steerin Smart
ECM TCS/ABS Data link mF:)nitorin an Ieg entrance Combination
control connector 9 g control meter
. control sensor .
unit unit unit
SKIA1538E
Input/output signal chart
T: Transmit R: Receive
ESP/TCS/ Steering Smart st]-r)g?n?)rneitst;r- Combination
Signals ECM ABS cc_)ntrol angle sensor entrance_ ing control meter
unit control unit .
unit
Engine speed signal R
Accelerator pedal position signal
Steering angle sensor signal T
Air conditioner switch signal R T
Ml signal T R
Glow indicator lamp signal T R
Engine coolant temperature signal T R
Fuel consumption signal T R
Vehicle speed signal
R R T
Seat belt reminder signal R T
Lighting switch position signal T R
Flashing indicator signal T R
Engine cooling fan speed signal T R
Child lock indicator signal T
Door switches state signal T
A/C compressor signal T R
Tyre pressure signal T R



CAN COMMUNICATION

[ESP/TCS/ABS]
TYPE 23, TYPE24/TYPE31, TYPE32
System diagram
o LHD models (Type23, Type24)
CANH
CAN L
ABS Smart Tyre
actuator Data link entrance pressure Combination
ECM and connector control monitoring meter
electric unit it control
(control unit) uni unit
SKIA1525E
« RHD models (Type3l, Type32)
Py CAN H
CAN L
ABS Tyre Smart
actuator Data link pressure entrance Combination
ECM and connector monitoring control meter
electric unit control it
(control unit) unit uni
SKIA1539E
Input/output signal chart
T: Transmit R: Receive
ABS actuator Tvre pressure
Signals ECM and electric Smartentrance ):nor?itorin Combination
g unit (control control unit 9 meter
unit) control unit
Engine speed signal T R
Air conditioner switch signal R T
Ml signal T R
Glow indicator lamp signal™® T R
Engine coolant temperature signal T R
Fuel consumption signal T R
) ) T R
Vehicle speed signal
R R T
Seat belt reminder signal R T
Lighting switch position signal T R
Flashing indicator signal T R
Engine cooling fan speed signal T R
Child lock indicator signal T
Door switches state signal T
A/C compressor signal T R
Tyre pressure signal T R

BRC-44



CAN COMMUNICATION

[ESP/TCS/ABS]
TYPE 25/TYPE26
System diagram
LHD models (Type25, Type26)
CANH
CAN L
ESP/ Steerin Smart r;zrggire
ECM TCS/ABS Data link an Ieg entrance m%n'tor'n Combination
control connector 9 control foring meter
. sensor . control
unit unit .
unit
SKIA1524E
Input/output signal chart
T: Transmit R: Receive
Tyre pres-
ESP/TCS/ . Smart . _— BRC
Signals ECM ABS control Steering entrance sure monitor- | Combination
- angle sensor . ing control meter
unit control unit .
unit
Engine speed signal T R R
Accelerator pedal position signal T R
ESP operation signal R T
TCS operation signal R T
ABS operation signal R T
Steering angle sensor signal R T
Ml signal T R
Engine coolant temperature signal T R
Fuel consumption signal T R
, , R T R
Vehicle speed signal
R T
Seat belt reminder signal R T
Lighting switch position signal T R
Flashing indicator signal T R
Engine cooling fan speed signal T R
Child lock indicator signal T
Door switches state signal T
A/C compressor signal R
Glow indicator lamp signal T R
Tyre pressure signal T R
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CAN COMMUNICATION

[ESP/TCS/ABS]

TYPE 27/TYPEZ28
System diagram

o LHD models (Type27, Type28)

CANH

CAN L

ABS

ECM and

actuator

electric unit
(control unit)

Data link
connector

Smart
entrance
control
unit

Tyre
pressure
monitoring
control
unit

Combination
meter

SKIA1525E

Input/output signal chart

T: Transmit R: Receive

Signals

ECM

ABS actuator
and electric
unit (control

unit)

Smartentrance
control unit

Tyre pressure
monitoring
control unit

Combination
meter

Engine speed signal

R

ABS operation signal

MI signal

Glow indicator lamp signal

Engine coolant temperature signal

Fuel consumption signal

Vehicle speed signal

|| || 4| |-

Seat belt reminder signal

Lighting switch position signal

Flashing indicator signal

| V| H 40| V| 0| D| D

Engine cooling fan speed signal

Child lock indicator signal

Door switches state signal

A/C compressor signal

D | 4| D] 4| 4| D

Tyre pressure signal
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
TROUBLE DIAGNOSIS PFP:00004
How to Perform Trouble Diagnoses for Quick and Accurate Repair ersoozwz

INTRODUCTION

« The most important point to perform the trouble diagnosis is to understand the systems (control and
mechanism) in the vehicle thoroughly.

o It is also important to clarify the customer complaints before

inspection. A
First of all, reproduce the symptom, and understand it fully. © -
Ask the customer about his/her complaints carefully. In some A+ SE
cases, it will be necessary to check the symptoms by driving the -
vehicle with the customer.

S~

CAUTION:

Customers are not professional. It is dangerous to make an
easy guess like “maybe the customer means that...,” or “
maybe the customer mentions this symptom”.

SEF234G BRC

o It is essential to check symptoms right from the beginning in
order to repair a malfunction completely. PP
For an intermittent malfunction, it is important to reproduce the . :
symptom based on an interview with the customer and past Y
examples. Do not perform an inspection on an ad hoc basis. -
Most intermittent malfunctions are caused by poor contacts. In
this case, it will be effective to shake the suspected harness or
connector by hand. When repairs are performed without any
travel diagnosis, Repair work is not confirmed if it's done cor-
rectly.

« After the diagnosis, make sure to carry out “erase memory”.
Refer to BRC-63, "Functions of CONSULT-II" .

« For an intermittent malfunction, move the harness or harness connector by hand to check the poor con-
tact or false open circuit.

« Always read the GI Section” GI-3, "PRECAUTIONS" to check the general guidelines and to confirm the
general precautions.

SEF233G
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
WORK FLOW
Inspction start
Locate trouble area(using diagnostic worksheet)
Confirm "PRECAUTIONS" and "For Correct and
Quick Diagnosis".
Basic Inspection Basic Inspection Basic Inspection
PRELIMINARY CHECK 1 PRELIMINARY CHECK 2 PRELIMINARY CHECK 3
Do (Does) ABS warning lamp , SLIP
indicator lamp or ESP OFF indicator
lamp light?
YES
Check harness connector between
Does appear on CONSULT - Il display "ABS"? NO ESP/TCS/ABS control unit and data NO
link connector.
YES
C Perform self-diagnostic procedures. ) Perform diagnostic procedure for
symptom.
( Check or repair malfunctioning part. >7 NG
NG
Erase self-diagnotic results,then drive vehicle more than one Confirm for symptom
minuits by 30 km/h (19 MPH) or more.
OK OK
C Perform self-diagnostic procedures again.)
Inspection end
SFIA0792E
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
ASKING COMPLAINTS
« Complaints against a malfunction vary depending on each per-
son. It is important to clarify the customer complaints. KEY POINTS
o Ask the customer about what symptoms are present under what )
conditions. Use the information to reproduce the symptom while WHAT ... Vehicle mode!
driving. WHEN ... Date, Frequencies
. . . . ERE ..... Road conditions
« It is also important to use the diagnosis sheet to understand :’gwﬁ Ooa tina conditio
what type of trouble the customer having. | RO e perating conditions,
Weather conditions,
Symptoms
SBR339B
EXAMPLE OF DIAGNOSIS SHEET
Customer name MR/MS Model & Year VIN
Engine # Trans. Mileage BRC
Incident Date Manuf. Date In Service Date
Symptoms O Noise and vibration O Warning / Indicator O Firm pedal operation
(from engine compartment) activate Large stroke pedal
O Noise and vibration operation
(from axle)
O TCS does not work O ABS does not work. O Lack of sense of
(Rear wheels slip when (wheels slip when acceleration
accelerating) braking)
Engine conditions O When starting [ After starting
Road conditions O Low friction road (OSnow OGravel OOther )

O Bumps / potholes

Driving conditions O Full-acceleration

O High speed cornering

O Vehicle speed: Greater than 10 km/h (6 MPH)
0O Vehicle speed: 10 km/h (6 MPH}) or less

O Vehicle is stopped

Applying brake conditions O Suddenly

O Gradually

Other conditions
O Operation of electrical equipment

O Shift change
[ Other descriptions

SFIA0791E

BRC-49



TROUBLE DIAGNOSIS

[ESP/TCS/ABS]

Component Parts and Harness Connector Location

EFS002X0

Electric line
— Brake hydraulic line

IEl ABS warning lamp
ESP OFF indicator lamp
SLIP indicator lamp

Brake booster
Brake master cylinder

[E] ESP/TCS/ABS Actuator
ESP/TCS/ABS Relay box

IE Front RH wheel sensor

Front LH wheel sensor

[1] ESP OFF switch
|E| Yaw rate/Side G sensor

[G| ESP/TCS/ABS
Control unit

Rear RH wheel -
sensor connector
VONAAA

Diagnosis sensor unit

@ Under the passenger seat
ESP/TCS/ABS

Control unit

[

—

ESP OFF switch

SFIA0433E
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[ESP/TCS/ABS]

EFS002X1

Schematic
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]

Wiring Diagram

BATTERY

—ESP/TCS/ABS—

IGNITION SWITCH

ON OR START

EFS002X2

BRC-ESP-01

@]
2
T

X {©>: LHD MODELS
15A 10A FJL/JE%E BLOCK |REFER TO PG-POWER. <®> : RHD MODELS
) {G> : WITH GASOLINE ENGINE

1 1
| EH]] Ll%ﬂ *1 8: D
RIY GY 19: <B>
[Eml x2 3: <D
j STOP 9: B>
LAMP
RELEASED p DEPRESSED |SWITCH
- M28
||L||
RIG 0): <L GY
l—l—|:® ey &
@ : > B10g
RIG —— & GY
[l ' [xml
BLS IG1 S ESP/TCS/ABS
CONTROL
UNIT
LBL ESP OFF
[s0] Laa]
BI04 (CIDREGD
(o] =]
GlD @0: <D
T 1 ®®
' —— F/C W TO LT-ILL
RIG
[1] [ [l
e
ESP OFF
LEVEL ILLUMI-
LOW | switcH 9 NATION CH
HIGH
L]
B

||P.Iw—m+E—b

u[
\ 4
3
5
r

M70
REFER TO THE FOLLOWING.
e @ I S e T P @2) . Giod) -FUSE BLOCK:
GY B W JUNCTION BOX (J/B)
0
1]2[=]3]4]5 1 1]2|3[=]4]5]6]7 1]2]3|=]4[5]6]7
ET17 ET19
g|7]8[9l10]11]12 W Gy 8] 9]1o[11]12[13]14]15]16 w 9 [10]11]12]13]14]15]16 =5
|61]62]63]64]65|66]67[68]69] 70]71[72|73174] 75|76 771 78] 79]80]81]82[83] 84| 85] 8687 ] 88]
29 130 [31]32]33 ]34 [|35]36]37]38[39]40]41 |42 [43]44 [45]48[47]48] 49 | 50 | 51 [ 52| 53 | 54 | 55 | B109 F106
1121314516 ll7I8]9ol1[12]13]14]15[16]17]18]19]e0f21 | 22 [ 23 [ 24 [25 |26 | 27 [ 28| B W

BRC-52

MFWAO0026E



TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
BRC-ESP-02
YAW RATE/SIDE
G SENSOR
B115
OUTPUT REFER- OUTPUT
GND 12V DRS ENCE BITE BS
8y O ¥ Ry 8 Ry 5
W/R OR LG/B L/w YIB PU/W
W/R OR LG/B L/w Y/B PU/W
[l [l [Z=l [Zell [zl [Fe]l
YGND YIGA YAW GYAW YD AY
ESP/TCS/ABS
CONTROL
UNIT
B109
FLSS FLSP FRSS FRSP RLSS RLSP RRSS RRSP BRC
B/W L w B W/L OR/L /G LY

B/W L w B
(8104)
DB g

W/L OR/L LG Ly

FRONT l [1] [2] REAR
WHEEL WHEEL WHEEL WHEEL
SENSOR SENSOR SENSOR SENSOR
LH RH LH RH

hoe [
GY L

-
[le] |\

B4
3l==l4[5]6]7 dl.
1mmmmmms 1III|IﬂD ﬂb ﬂn

|61]62]63]64]65]66]67]68]69]70] 71] 72| 73| 74| 75]76] 77|78 mMWWWWWMWWI:ﬁ
D)

|29 |30 ]31[32]33]34 [[35[36]37]38]30]a0l41]42]43]a4]45 |46 ]47]a8] 49 | 50 | 51 | 52 | 53 | 54 [ 55 |
112314516 ]l7l8]a]ol11]12]13]14]15]16]17]18]19]20f21|] 22 [ 23 | 24 [25 | 26 | 27 | 28 |

MFWAO0027E
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
BRC-ESP-03
BATTERY
- {YE> : WITH YD22DDTi,
® F9Q ENGINE
REFERTO PG-POWER.  (X¥>: EXCEPT {YED
30A 50A
L WiL
-
o= sB 4>TO BRC-ESP-05
. .
Q 5> NEXT PAGE
>
Ill:::)l(:)lllllllllllqE:>>
SB L B/Y WiL RIL
[ o] [16] [G6] [G0] [15] [15]
+ :
& Cge ESP/TCS/ABS
RELAY BOX
E® . €80
o ACTUATOR O]l |[MmoToR E50D)
g f RELAY % l] RELAY <&
9 D @
L
|Le] [4]
G/W R/B
(E119) {_IL1 r_lL1 E118
1
o
SB R/B
=1 ol
UR UM ESP/TCS/ABS
CONTROL
ONIT
GND 1 GND 2
|L2&]] |L22]]
i B
1i
B
A
B108
T :
I [ ] 2 - 11213 415]16]7
Q€D Eg5 (; 5 ;) l;;B' “Hjﬁb ‘Eg" G i I NNEEDER ﬁ”7
7]
7 112[3]]4]5]6
2] 1%55 8 [o[ro[11Tr2[13[14[15[16 'g;?

12930 |31 [32 [33]34 |I35]36]37]38]30 [40]41]42]43[44]45]46 |47 Jas] 49 [ 50 [ 51 | 52 | 53 [ 54 | 55 |

B109
11213145 ]6ll7I8]olo]i1l12[13]14]15]16]17[18]19]20f21|] 22 | 23 [24 [25 | 26 | 27 | 28 |

B

|61]62|63]64]65]66|67]68]69]70]71]72] 73] 74] 75] 76| 77| 78] 79] 80| 81| 82] 83]84]85]886] 87]88] >:|

%*:THIS CONNECTOR IS NOT SHOWN IN "HARNESS LAYOUT", PG SECTION.
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
<{YED : WITH YD22DDTi, F9Q ENGINE
: EXCEPT
. - & ®
PRECEDING
PAGE
>
O YED
qb ESP/TCS/ABS
OR
(GDRY
ED: &
® @
AV2 MAV2 usv2 MOTOR
PRESSURE
SENSOR (RR) (MC2) (MC2)
VCC VOUT GND EV4 EV2 MAV1 usvi
(FR) (RR) (MC1) (MC1)
<YF; |
||32|| ||31 || ||3o|| 14 || 5 || ||17|| || 7 || ||27|| ||28|| ||25|| ||2e|| ||2o||
G/OR LG PL P BR LW PU WiL RIG  WR i
‘ ‘ 3 16 1 P2 JF [ ]r - 1[13]r-1[12]F - 1[14 B
ﬁﬁﬁL PROOIEEEY L 4
7
4 E61
G/OR P/L | ‘ ‘ ‘ |
| | | Y/G GY LG P RY WG BR LW PU WiL RIG  WR
[67] [es]l I[60]l [ 3] | | |I 5 I| |I25I| |I53|| |I55I| [25] |I 4 I| |I 6 I| |I52I| ||54I| |I5o|| |I49||
PSP PS PSGND FL FL RL RL FR FR RR RR SRC2 SRC1 SMC2 SMCT ESP/TCS/ABS
MV-AV MV-EV MV-AV MV-EV MV-AV MV-EV MV-AV MV-EV CONTROL
UNIT
B109
= R a A :
I 7 Taol31]30\ 775[16]17]13\ e 1]26]25]3J27] 5] 7]28 |
:\27 28125 2§/ \als]7]1/ : 1 E74 |14]19]20{17]16]18[15] I
] B GY 1 | [ ] | ] |
_______________________ o o e e ]
1]2]3I==]4]5]6]7 1]2]3[==]4]5]s
89 l1o[11]12]13][14]15] 18 8 [9T10]11]12[13][14]15[16 E‘;;f
|61]62183]64]65|66]67[68]69] 7071172731 74] 75| 78] 771 78] 79|80 81]82] 83] 84| 85| 8687 ]88l
129 130 [31]32]33]34 [|35]36]37]38[39J40]41]42[43]44[45]48 ]47]48][ 49 | 50 | 51 [ 52 [ 53 | 54 | 55 | B109
112314516 ]l7l8]9]0l11]12]13]14]15]16]17]18]19]20]21|] 22 | 23 [24 [25 | 26 | 27 | 28 | B
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
- *x126: L) *644: {> BRC-ESP-05
IGQH@QSS}’XETCH 13: B 31: B> 1w : DATA LINE
FUSE x224: {T> *704: <G> <LD:LHDMODELS
BJI7g)CK E(I'EJ"-:FI’ECF){V-\II-SR 11: B> E11: F»  <BD:RHD MODELS
w45 <D 95: (> <G :WITH GASOLINE ENGINE
32: B 1: <D : WITH YD22DDT ENGINE
i raz5: (D> #8861 O YD) : WITH YD22DDTi ENGINE
. (E2> : WITH FoQ ENGINE
12: <Ry B0 D
x5 43: {L> 87: YD
0:<E> ¥
ECM
E®: <>
COMBINATION
o | @ <@
ABS /P \ D) oFF ’ canH__cant  |E1D: D
UNIFIED METER L|*7|7_| L|*7|8_| (GDE
CONTROL UNIT L H

|

V¥

TO
L * " LAN-CAN

Lup
REp
STEERING
ANGLE
SENSOR
L R
[ [feall
CAN-H CAN-L ESP/TCS/ABS
CONTROL
UNIT
B109
_ REFER TO THE FOLLOWING.
1]2[3[ca]4[5]6][7 32 ==
AR EEEEDERERE [5a] 2 “FUSE BLOCK-
w w JUNCTION BOX (J/B)
- - F102) , (F114) , G119
| |
1 [26]25]24]23]22]21]20]19]18[77TTa] 15 4] 52]51]50[49]48]47]46]4s 44l 42fTMTa I -ELECTRICAL UNITS
: 13[12[11[10l 9] 8] 76 |5 [413] 2 1] Mfe 39]38]37]36]35[34[33]32]31 g@ :
| e e e e e e e e e e e e e e e, e e o ——— — |

|61]62|63]64]65]66|67]68]69]70]71|72] 73]74]75]76|77] 78] 79]80]81|82] 83]84] 85| 86] 87 ]88]

|
129 |30 [31]32]33]34 [|35]36]37]38[3940]41]42[43]44[45]46]47]48]] 49 | 50 | 51 [ 52 [ 53 | 54 | 55 ] B109 F106
11213141516 ll7]slolol11]12]13]14l15]16]17]18[18]20[21]]22 [ 23| 24 | 25 | 26 [ 27 [ 28 | B w
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[ESP/TCS/ABS]
BRC-ESP-06
ESP/TCS/ABS
CONTROL
UNIT
IliBI EI B109
76 46
PU/R LI:B_I
--------------------------------------------
PU/R I_I_.G:_I
BRC
LG
71
DATA LINK
CONNECTOR

<> :LHD MODELS
B> : RHD MODELS

PUR *1 10: <O
i 215 B
e D
APPLIED |SWITCH 7 ®
-
RELEASED

REREERLE IAEAER =HBANEE IA=H0E
TEBENARRE MV:IO Te[1a[1a[s[te] 17| 1810 2021 [22 23 24 MV37 e7s|91o1112

|61]62]63]64]65166|67]68169] 7071|721 73|74 75] 76 77] 78 79]80[8 1821 83]84]85) 86 8 7]8s]
|29 |30 |31 [32 ]33] 34 [[35]36]37[38]39]40]41]42]43]44[45]46[47|48][ 49 | 50 | 51 | 52 | 53 | 54 | 55 | B109
[T 12131471516 [[7]sToToli1]r2li3[14[1s]teli7]18]ts]e0l21[[22 [23 [24 [ 25 [26 [27 [ 28] B

MFWAO007E
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]

Control Unit Input/Output Signal Standard
STANDARDS USING A CIRCUIT TESTER AND OSCILLOSCOPE

CAUTION:
Connect the connectors for the ESP/TCS/ABS control unit and actuator, and turn the ignition switch

EFS002X3

ON.
ESP/TCS/ABS control unit
[112]3]a]s5]s[[7]8] [toft1]12f13f1af1s]1e] [18] Jeol [ T | T25]26]
[2o] T [ T Ts4l] Iss 40 44] J46] Jagl]49]50] [52]53]54]55]
[61] 63 67]68l69]70 76[77[7879l80] |
SFIA0434E
Measure-
ment termi- (Reference) Check
nal Measuring point Standard value (Note 1) items for malfunc-
tion
+ —
1 Power supply Ignition switch ON Battery voltage (Approx. 12V)
Actuator motor relay, .
actuator relay power Control gnlt power
2 supply and steering Ignition switch ON Battery voltage (Approx. 12V) supply circuit
angle sensor power sup-
ply
Actuator motor being driven
(“Active test” mode with CON- Approx. 0V Actuator motor,
7 Actuator motor relay SULT-1I) motor relay, and
Body Actuator motor while the vehicle circuit
ground is stopped Battery voltage (Approx. 12V)
When actuator relay is active.
: - Approx. OV
(the engine running) PP Actuator relay and
36 Actuator relay " v - circuit
When actuator relay is inactive.
(Fail-safe, engine s)t/arts.) Battery voltage (Approx. 12V)
When actuator relay is active.
th ; 1ay Battery voltage (Approx. 12V)
) (the engine running) Actuator motor
20 Actuator motor monitor . -
When actuator relay is inactive. | , o monitor circuit
(Fail-safe, engine starts.) pprox.
3 Front LH wheel outlet
solenoid valve
4 Rear RH wheel outlet
solenoid valve
5 Front LH wheel inlet Solenoid val ) q
solenoid valve olenoid valve activate
— - (In “active test” mode of CON- Approx. OV
6 Rear RH wheel inlet SULT-II) or actuator relay inac-
Body | solenoid valve tive (in fail-safe mode) Solenoid valve and
ground | Rear LH wheel outlet circuit
25 solenoid valve When solenoid valve is inactive
— - and actuator relay active (when
o6 Eront RH wheel inlet ignition switch ON) Battery voltage (Approx. 12V)
solenoid valve
Rear LH wheel inlet sole-
53 .
noid valve
Front RH wheel outlet
55 )
solenoid valve
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
Measure-
ment termi- (Reference) Check
nal Measuring point Standard value (Note 1) items for malfunc-
tion
+ —_
Primary-side ESP
49 switch-over solenoid ] )
valve 1 (USV) When switch-over solenoid
—_— - valve is active (in “active test”
Secondary-side ESP mode of CONSULT-Il)
50 switch-over solenoid Or, when actuator relay inactive ADDrox. OV Switch-over sole-
Body | Valve 1 (USV) (when fail-safe) pprox. / sole
noid valve and cir-
ground | secondary-side ESP ‘ ) cuit
52 switch-over solenoid When switch-over solenoid Battery voltage (Approx. 12V)
valve 2 (HSV) valve is inactive and actuator
— - - relay is active (when ignition
Prlmary—5|de ESP . switch ON)
54 switch-over solenoid
valve 2 (HSV)
8 10 Front LH wheel sensor
1 |12 Rear RH wheel sensor | \heel rotated (Approx. 30 km/h | Pulse generation Wheel sensor and
13 | 14 Rear LH wheel sensor (19 MPH) (Note 2) : Approx. 200 Hz circuit
15 | 16 Front RH wheel sensor
Body ) Depress brake pedal. Battery voltage (Approx. 12V) Stop lamp switch
48 Stop lamp signal oo
ground Release the brake pedal. Approx. 0V and circuit
ESP OFF switch is pressed. Approx. 10V ;
44 ESP OFF switch whise PP ESP OFF switch
ESP OFF switch is released. | Approx. 12V and circuit
4]
;N
CAN communication . . 1
61 input/output signal (H) Ignition switch ON 0
Body >t 1ms
ground PBIA0224)
VSRR
TSR, s
63 CAN communication Ignition switch ON :
input/output signal (L) 9 0
>+—r+1ms
[
PBIA0223J
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TROUBLE DIAGNOSIS

[ESP/TCS/ABS]
Measure-
ment termi- (Reference) Check
nal Measuring point Standard value (Note 1) items for malfunc-
tion
+ —
67 Ignition switch ON Approx. OV
68 Pressure sensor When ignition switch ON and Approx. 0.6V Press‘ure.sensor
brake pedal released. and circuit
69 Ignition switch ON Approx. OV
18 Side G sensor Ignition switch ON Approx. 2.5V Yaw rate /SId.e G.
sensor and circuit
34 Ignition switch ON Battery voltage (Approx. 12V)
5V e T T
77 Yaw rate/Side G sensor | Ignition switch ON o |_|—|_I U I_ Yaw rate /Side G
R sensor and circuit
Body SFIA0150E
78 | ground Ignition switch ON Approx. 2.5V
v
79 Ignition switch ON 25V Yaw rate sensor
Yaw rate sensor v { N
and circuit
o — SFIAO151E
80 Ignition switch ON Approx. OV
ESI(DNSZIZ;ndlcator lamp turns Approx. OV -
70 ESP OFF indicator lamp — ESP OFF warning
ESP OFF indicator lamp turns | o 0o (Approx. 12V) lamp and circuit
off (note 4) y g Pprox.
Brake fluid is not enough Battery voltage (Approx. 12V) Brake fluid level
40 Brake fluid level warning warning switch and
switch Brake fluid is enough Approx. 0V circuit
26 Body | Parking brake signal Apply the parking brake. Battery voltage (Approx. 12V) Parking brake
ground Release the parking brake. Approx. OV switch and circuit

(Note 1): When the standard value is checked using a circuit tester for voltage measurement, the connector terminals should not extend
forcefully.
(Note 2): Check the pressure of the tire in normal condition.
(Note 3): ON/OFF timing of the ABS warning lamp

ON: When the ignition switch is turned ON (before engine start) or a malfunction is detected.

OFF: 2 seconds after the engine started (the system is in normal condition).

(Note 4): ESP OFF indicator lamp ON/OFF timing
ON: When the ignition switch is turned ON (before engine start) or a malfunction is detected, if the ESP OFF switch is ON.
OFF: 2 seconds after the engine started (the system is in normal condition) and ESP OFF switch is OFF.
(Note 5): ON/OFF timing of the SLIP indicator lamp
ON: When the ignition switch is turned ON (before engine start) or a malfunction is detected.

OFF: 2 seconds after the engine started (the system is in normal condition) and the ESP/TCS function is inactive.

Flashing: ESP/TCS function is active during driving.

STANDARDS WITH CONSULT-II

CAUTION:
The displayed item is the data calculated by the control unit, so it may indicate a normal value even if
an output circuit (harness) is open or shorted.
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[ESP/TCS/ABS]

Data monitor item

Contents

Data monitor

Condition

Reference value in
normal operation

(Reference) Check items
for malfunction

FR RH SENSOR
FR LH SENSOR
RR RH SENSOR
RR LH SENSOR

Wheel speed (Note 1)

Vehicle stopped

0 [km/h (MPH)]

During driving

Almost in accor-
dance with the
speedometer dis-
play (within £10%)

Wheel sensor circuit

Accelerator pedal not

Control unit communica-

Open/close condition depressed (ignition switch is | 0% - OHror Ly h
ACCEL POS SIG of throttle valve (linked | ON) tI'E"S”P‘/:'Trg‘g; :gg"’ce;’]‘trtof
with accelerator pedal) Accelerator pedal depressed 0— 100% unit and ECM
(ignition switch is ON)
With the engine stopped Orpm

ENGINE RPM

With the engine run-
ning

Engine running

Almost in accor-
dance with
tachometer display

Engine speed signal cir-
cuit

BRC

STR ANGLE SIG

Steering angle
detected by steering
angle sensor

Straight-ahead condition

Approx. 0 deg

Steering

— 720 to 720deg

Steering angle sensor
and circuit

YAW RATE SEN

Yaw rate detected by
yaw rate sensor

Vehicle stopped

Approx. 0 d/s

During driving

— 70 to 70d/s

Yaw rate sensor and cir-
cuit

SIDE G-SENSOR

Transverse accelera-
tion detected by side G
sensor

Vehicle stopped

Approx. 0 m/s?

During driving

—24.3 to 24.1m/s?

Side G sensor and circuit

PRESS SENSOR

Brake fluid pressure
detected by pressure
sensor

With the ignition switch
turned ON and brake pedal
released.

Approx. 0 bar

With the ignition switch
turned ON and brake pedal
depressed.

— 40 to 300bar

Pressure sensor and cir-
cuit

Battery voltage sup-

ESP/TCS/ABS control

BATTERY VOLT plied to the ESP/TCS/ | Ignition switch ON 10- 16V unit power supply circuit
ABS control unit and ground circuit
ABS not activated. OFF
MOTOR RELAY Motor refay " Motor relay and circuit
ON/OFF condition ABS activated. ON
Lg(ggg);dON and Vehicle OFE
ACTUATOR RLY Actuator relay_ . : Actuator relay and circuit
ON/OFF condition Engine running and Vehicle ON
stopped.
i Depress brake pedal. ON
STOP LAMP SW Operating status of Stop lamp switch circuit
brake pedal Release the brake pedal. OFF
Parking brake activated ON i i ir-
PARK BRAKE SW Parking brake status - - Pa_rklng brake switch cir
Parking brake not activated OFF cuit
ESP OFF switch ON
(When ESP OFF indicator ON
lamp is ON.)
OFF SW ESP OFF SW.. ESP OFF switch circuit
ON/OFF condition ESP OFF switch OFF
(When ESP OFF indicator OFF
lamp is OFF.)
When ABS warning lamp is
1 ON. ON
ABS WARN LAMP ABS warning lamp sta- ABS warning lamp circuit
tus (Note 2) When ABS warning lamp is OFF

OFF.
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[ESP/TCS/ABS]

Data monitor item

Contents

Data monitor

Condition

Reference value in
normal operation

(Reference) Check items
for malfunction

When ESP OFF indicator

. ON
OFF LAMP ESP OFF indicator lamp is ON. ESP OFF indicator lamp
lamp status (Note 3) When ESP OFF indicator OFF circuit
lamp is OFF.
When SLIP indicator lamp is ON
SLIP indicator lamp ON SLIP indicator lamp cir-
SLIP LAMP — ‘ :
status (Note 4) When SLIP indicator lampis | . cuit
OFF
FR LH IN SOL Actuator (solenoid valve) is
FR LH OUT SOL active (“Active Test "with CON- ON
ER RH IN SOL SULT—II) pr aqtuator relay is
FR RH OUT SOL Solenoid valve opera- | inactive (in fail-safe mode). Solenoid valve and cir-
RR LH IN SOL tion When the actuator (solenoid cuit
RR LH OUT SOL valve) is not active and actua- |
RR RHIN SOL tor relay is active (ignition
RR RH OUT SOL switch ON).
When the actuator (switch-
over solenoid valve) is active
("Active test” with CONSULT- | ON
USV [FR-RL] ] 1) or the actuator relay is inac- ] ]
USV [FL-RR] ESP switch-over sole- | tjve (when fail-safe mode). Switch-over solenoid
HSV [FR-RL] noid valve status - valve and circuit
HSV [FL-RR] When the actuator (s_w!tch-‘
over solenoid valve) is inactive OFE
or the actuator relay is active
(ignition switch ON).
When the actuator relay is ON
A | ] active (the engine is running).
ctuator relay acti- -
VIR OUTPUT vated When the actuator relay is not Actuator relay and circuit
(ON/OFF) active (befor.e the engine get | -
started and in the fail-safe
mode).
When the actuator motor and
Actuator motor and motor relay are active ("Active | ON
M/R OUTPUT motor relay status test” with CONSULT-I). Actuator motor, motor
relay, and circuit
(ON/OFF) When the actuator motorand |
motor relay are inactive.
When brake fluid level warning ON Brake fluid level )
. | switch is ON. rake fluid level warning
FLUID LEV SW Brake fluid level warn : : switch, brake warning
ing switch status. When brake fluid lever warning | lamp and circuit.
switch is OFF.
EBD FAIL SIG EBD system
ABS FAIL SIG System fail signal sta- | Malfunctions condition OFE ABS system
TCS FAIL SIG tus (When system failed) TCS system
VDC FAIL SIG ESP system

(Note 1): Check the pressure of the tire in normal condition.
(Note 2): ON/OFF timing of the ABS warning lamp

ON: For approximately 0.5 seconds after the ignition switch is turned ON, or when a malfunction is detected.

OFF: Approximately 0.5 seconds after the ignition switch is turned ON (when the system is in normal operation).
(Note 3): ON/OFF timing of the ESP OFF indicator lamp
ON: For approximately 0.5 seconds after the ignition switch is turned ON, or when a malfunction is detected ESP OFF switch is ON.

OFF: Approximately 0.5 seconds after the ignition switch is turned ON (when the system is in normal operation) or when ESP OFF

switch is OFF.

(Note 4): SLIP indicator lamp ON/OFF timing

ON: For approximately 0.5 seconds after the ignition switch is turned ON, or when a malfunction is detected.
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[ESP/TCS/ABS]
OFF: Approximately 0.5 seconds after the ignition switch is turned ON (when the system is in normal operation) and ESP/TCS function

is not activated.
Flashing: ESP/TCS function is active during driving.

Functions of CONSULT-II
CONSULT-1l MAINLY FUNCTION APPLICATION TO ESP/TCS/ABS
Item Self-diagnosis Data monitor Active test

Wheel sensors x x -
Solenoid valves x X x
Switch-over solenoid valves x x x
Stop lamp switch x x -
Yaw rate sensor X X X
Side G sensor x x x
Press sensor X X X
Steering angle sensor X x x
Actuator relay x x x BRC
Motor relay X X x
ABS warning lamp - X x
Battery voltage x x -
ESP/TCS/ABS C/U X - —
ESP/TCS/ABS actuator motor x X x
CAN communication x x -
Engine speed signal - x -
ESP OFF switch - x -
ESP OFF indicator lamp - x X
SLIP indicator lamp - X x
Throttle angle - x -

x: Applicable

—: Not applicable

SELF-DIAGNOSIS
Description

If a malfunction is detected in the system, the ABS warning lamp, ESP OFF indicator lamp, and SLIP indicator
lamp on the meter turn on. In this case, perform the self-diagnosis as follows:

Procedure
1. Perform a BRC-75, "Basic Inspection” using information from the customer.
2. After the ignition switch is turned OFF, connect the CONSULT-II

connector to the vehicle-side data link connector. The data link
connector is on the lower instrument cover).

3. Start the engine and drive at Approx. 30 km/h (19 MPH) for
approx. 1 minute.
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[ESP/TCS/ABS]
4. After stopping the vehicle, with the engine still idling, touch *
START (NISSAN BASED VHCL)", “ABS", “SELF-DIAG NISSAN
RESULTS” on the CONSULT-II screen in this order.
CONSULT -lI

CAUTION:

Just after starting the engine, or turning the ignition switch

ON, “ABS” may not be displayed on the system selection ENGINE

screen even if “START (NIS_SAN B'ASED_ VHCL)" is touchgd. START (NISSAN BASED VHGL)

In this case, start the self-diagnosis again from step 2. If it

cannot be shown after several attempts, the ESP/TCS/ START (RENAULT BASED VHCL)

ABS control unit may malfunction. Repair or replace the SUB MODE

control unit. VIBIB0233E

DIAGNOSIS SYSTEM SELECTION
ENGINE
AT
AIR BAG
ABS
PBR385C
SELEGT DIAG MODE
WORK SUPPORT
SELF-DIAG RESULTS
DATA MONITOR
ACTIVE TEST
FUNCTION TEST
ECU PART NUMBER
SFIA0365E
5. The self-diagnosis result is displayed. (If necessary, touch “PRINT” to print the self-diagnosis result.)

« When “NO FAILURE”" is shown, check the ABS warning lamp, ESP OFF indicator lamp, SLIP indicator
lamp. Refer to BRC-75. "PRELIMINARY CHECK 3: (INSPECTION FOR ABS WARNING LAMP,
ESP_OFF INDICATOR LAMP, AND SLIP INDICATOR LAMP)" .

« CONSULT-II self-diagnosis results are displayed without regard to occurrence timing. In some case, the
later ones (timing value is small) appear on the next screen.

6. Go to appropriate “Inspection” chart according to “Self-Diagnostic Items to Result Mode” and repair or
replace as necessary.

7. Start the engine and drive at Approx. 30 km/h (19 MPH) for Approx. 1 minute.
CAUTION:
Check again to make sure that there is NO MALFUNCTION on other parts.

8. Turn the ignition switch OFF to prepare for erasing the memory.

9. Start the engine and touch “START (NISSAN BASED VHCL)", “ABS”, “SELF-DIAG RESULTS" and

“ERASE” on CONSULT-II screen in this order to ease the memory.

CAUTION:

If the memory cannot be erased, go to step 6.

10. Drive the vehicle at Approx. 30 km/h (19 MPH) and check that the ABS warning lamp, ESP OFF indicator

lamp, and SLIP indicator lamp stay off.

CAUTION:
ESP OFF switch is not cancelled.
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Self-Diagnostic Items to Result Mode

Self-Diagnostic item

Malfunction detecting condition

Check route

FR LH SENSOR -1

Circuit of front LH wheel sensor is open.

RR RH SENSOR -1

Circuit of rear RH wheel sensor is open.

FR RH SENSOR -1

Circuit of front RH wheel sensor is open.

RR LH SENSOR -1

Circuit of rear LH wheel sensor is open.

FR LH SENSOR -2

Front LH wheel sensor is shorted or input signal is abnormal.

RR RH SENSOR -2

Rear RH wheel sensor is shorted or input signal is abnormal.

FR RH SENSOR -2

Front RH wheel sensor is shorted or input signal is abnormal.

RR LH SENSOR -2

Rear LH wheel sensor is shorted or input signal is abnormal.

Wheel sensor and cir-
cuit. Refer to BRC-76

MAIN RELAY

During the actuator relay operation with OFF, when the actuator
relay turns ON. Or when the control line for the relay is shorted to
the ground.

During the actuator relay operation with ON, when the actuator
relay turns OFF. Or when the control line for the relay is open.

Actuator relay and cir-
cuit. Refer to BRC-88

BRC

STOP LAMP SW

Stop lamp switch circuit is open.

Stop lamp switch and cir-
cuit. Refer to BRC-90

PRESS SEN CIRCUIT

Pressure sensor signal line is open or shorted, or pressure sen-
sor is abnormal.

Pressure sensor and cir-
cuit. Refer to BRC-79

ST ANGLE SEN CIRCUIT

Neutral position of the steering angle sensor is dislocated, or the
steering angle sensor is abnormal.

Steering angle sensor
and circuit. Refer to
BRC-80

YAW RATE SENOR

Yaw rate sensor is abnormal, or the yaw rate sensor signal line is
open or shorted.

Yaw rate/transverse
acceleration sensor and
circuit. Refer to BRC-81

FR LH IN ABS SOL

Circuit of the front LH wheel inlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

FR LH OUT ABS SOL

Circuit of the front LH wheel outlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

RR RH IN ABS SOL

Circuit of the rear RH wheel inlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

RR RH OUT ABS SOL

Circuit of the rear RH wheel outlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

FR RH IN ABS SOL

Circuit of the front RH wheel inlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

FR RH OUT ABS SOL

Circuit of the front RH wheel outlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

RR LH IN ABS SOL

Circuit of the rear LH wheel inlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

RR LH OUT ABS SOL

Circuit of the rear LH wheel outlet solenoid valve is open or
shorted, or the control line is open or shorted to the power supply
or the ground.

Solenoid valve and cir-
cuit. Refer to BRC-83
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Self-Diagnostic item Malfunction detecting condition Check route

USV LINE [FL-RR]

ESP switch-over solenoid valve 1 on the primary side is open cir-
cuit or shorted, or the control line is open or shorted to the power
supply or the ground.

USV LINE [FR-RL]

ESP switch-over solenoid valve 1 on the secondary side is open
circuit or shorted, or the control line is open or shorted to the
power supply or the ground.

HSV LINE [FL-RR]

ESP switch-over solenoid valve 2 on the primary side is open cir-
cuit or shorted, or the control line is open or shorted to the power
supply or the ground.

HSV LINE [FR-RL]

ESP switch-over solenoid valve 2 on the secondary side is open
circuit or shorted, or the control line is open or shorted to the
power supply or the ground.

ESP switch-over sole-
noid valve and circuit.
Refer to BRC-83 .

PUMP MOTOR
ACTUATOR RLY (note)

During the actuator motor operation with ON, when the actuator
motor turns OFF. Or when the control line for actuator motor relay
is open.

During the actuator motor operation with OFF, when the actuator
motor turns ON. Or when the control line for relay is shorted to
ground.

Actuator motor, motor
relay, and circuit. Refer
to BRC-86

ABS SENSOR
[ABNORMAL SIGNAL]

Wheel sensor input is abnormal.

Wheel sensor and cir-
cuit. Referto BRC-76

BATTERY VOLTAGE
[ABNORMAL]

ESP/TCS/ABS control unit battery voltage is too low.

ESP/TCS/ABS control
unit battery voltage cir-
cuit and ground circuit.
Refer to BRC-90

ST ANGLE SEN SIGNAL

Neutral position correction of steering angle sensor is not fin-
ished.

Neutral position adjust-
ment of steering angle
sensor. Refer to BRC-37

ST ANG SEN COM CIR

CAN communication system or steering angle sensor is abnor-
mal.

Steering angle sensor
and CAN communication
circuit. Refer to BRC-94

SIDE G-SEN CIRCUIT

Side G sensor is abnormal, or the signal line of side G sensor is
open or shorted.

Yaw rate /Side G sensor
and circuit. Refer to
BRC-81

EMERGENCY BRAKE

ESP/TCS/ABS control unit malfunction (pressure increase is too
much or too little.)

ESP/TCS/ABS control
unit. Refer to BRC-92

CONTROLLER FAILURE

ESP/TCS/ABS internal malfunction of control unit

ESP/TCS/ABS control
unit. Refer to BRC-78

CAN COMM CIRCUIT

« CAN communication line is open or shorted.
« ESP/TCS/ABS control unit internal malfunction.

« Battery voltage for EMC is interrupted instantaneously for
Approx. 0.5 seconds or more.

Communication circuit
between ESP/TCS/ABS
control unit and units.
Refer to BRC-94

BR FLUID LEVEL LOW

Brake fluid level drops or communication line between the ESP/
TCS/ABS control unit and the brake fluid level warning switch is
open or shorted.

Communication circuit
between the ESP/TCS/
ABS control unit and the
brake fluid level warning
switch.

Reservoir tank fluid.
Refer to BRC-93

ENGINE SIGNAL 1-4, 6

Major engine components are abnormal

Engine system. Refer to
BRC-78

(note) “ACTUATOR RLY” on the CONSULT-II self-diagnosis results indicates the malfunction of the actuator motor relay and circuit.

DATA MONITOR
For details of the data monitor function, refer to the CONSULT-II Instruction Manual.
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Procedure
1. Turn the ignition switch OFF.
2. Connect the CONSULT-Il connector to the vehicle-side data link connector.
3. Turn the ignition switch ON.
4. Touch “START (NISSAN BASED VHCL)” on the display.
NISSAN
CONSULT -lI
ENGINE
START {NISSAN BASED VHCL)
START (RENAULT BASED VHCL})
SUB MODE
MBIB0233E

5' TOUCh “ABS” on the dlsplay DIAGNOSIS SYSTEM SELECTION BRC

CAUTION: ENGINE

Just after the engine is started, or the ignition switch is

turned ON, “ABS” may not be displayed on the system AT

selection screen even if “START (NISSAN BASED VHCL)" is AIR BAG

touched. In this case, start the self-diagnosis again from ABS

step 2.

PBR385C

6. Touch “DATA MONITOR".
7. The data monitor item selection screen is displayed, and touch [ SeiEcT oiAG WooE |

one of “ECU INPUT SIGNALS” “MAIN SIGNALS”, “CAN DIAG WORK SUPPORT

SUPPORT MNTR” or “SELECTION FROM MENU". Refer to SELF-DIAG RESULTS

BRC-67, "Data Monitor Items to be Displayed". OATA WONITOR
8. Touch “START". ACTIVE TEST
9. Screen of data monitor is displayed. FUNCTION TEST

-

ECU PART NUMBER

SFIA0365E

Data Monitor Items to be Displayed

Data Monitor item selection
Data Monitor Item (Unit) ECU INPUT MAIN SELECTION | CAN DIAG Remarks
SIGNALS SIGNALS FROM SUPPORT
MENU MNTR
GEAR x x x - “1" is displayed.
SLCT LVR POSI X X X - “##" is displayed.
Wheel speed calculated by
F(Emlj: ’\S/IENEOR x x x - front RH wheel sensor signal
' is displayed.
Wheel speed calculated by
F(Eml‘/ﬂ ?AEPNHS)OR x x x - front LH wheel sensor signal
' is displayed.
Wheel speed calculated by
I?kRmI;:_' ’\SAEE)SOR X X X - rear RH wheel sensor signal
’ is displayed.
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Data Monitor item selection
Data Monitor Item (Unit) ECU INPUT MAIN SELECTION CAN DIAG Remarks
SIGNALS SIGNALS FROM SUPPORT
MENU MNTR

RR LH SENSOR
(km/h, MPH)

Wheel speed calculated by
rear LH wheel sensor signal is
displayed.

ACCEL POS SIG

Throttle valve open/close sta-
tus judged by the CAN com-

(%) munication signal is
displayed.

ENGINE RPM Engine speed .jud_ged t_)y the_

(rom) X X X — CAN communication signal is

displayed.

CAN COM START
(ON/OFF)

Communication status of CAN
communication is displayed.

STR ANGLE SIG

Steering angle detected by
the steering angle sensor is

(deg) displayed.
YAW RATE SEN . » » B Yaw rate detected by the yaw
(d/s) rate sensor is displayed.

SIDE G-SENSOR
(m/s?)

Transverse acceleration
detected by the side G sensor
is displayed.

PRESS SENSOR

Brake fluid pressure detected
by the pressure sensor is dis-

(bar) played.
BATTERY VOLT . » » B Voltage supplied to ESP/TCS/
V) ABS control unit is displayed.
MOTOR RELAY B » . B Motor relay signal (ON/OFF)
(ON/OFF) status is displayed.
ACTUATOR RLY B N N B Actuator relay signal (ON/
(ON/OFF) OFF) status is displayed.
STOP LAMP SW < . . B Stop lamp switch (ON/OFF)
(ON/OFF) status is displayed.
PARK BRAKE SW . . . B Parking brake switch (ON/
(ON/OFF) OFF) status is displayed.
OFF SW N N N B ESP OFF switch (ON/OFF)
(ON/OFF) status is displayed.
ABS WARN LAMP B 9 . B ABS warning lamp (ON/OFF)
(ON/OFF) status is displayed.
OFF LAMP B 9 » B ESP OFF indicator lamp (ON/
(ON/OFF) OFF) status is displayed.
SLIP LAMP B N N B SLIP indicator lamp (ON/
(ON/OFF) OFF) status is displayed.
Front LH wheel inlet solenoid
FR LH IN SOL L
(ON/OFF) - X X - valve (ON/OFF) status is dis-

played.

FR LH OUT SOL

Front LH wheel outlet sole-
noid valve (ON/OFF) status is

(ON/OFF) displayed.
Rear RH wheel inlet solenoid
FESNR/gF”:)SOL - X X - valve (ON/OFF) status is dis-

played.
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Data Monitor item selection
Data Monitor Item (Unit) ECU INPUT MAIN SELECTION | CAN DIAG Remarks
SIGNALS SIGNALS FROM SUPPORT
MENU MNTR
Rear RH wheel outlet sole-
I?SNRISF(IDZSJT SOL - x x - noid valve (ON/OFF) status is
displayed.
Front RH wheel inlet solenoid
FR RH IN SOL L
- x x - valve (ON/OFF) status is dis-
(ON/OFF) playecg. )
Front RH wheel outlet sole-
F(gl\rle/g&l;T SOL - x x - noid valve (ON/OFF) status is
displayed.
Rear LH wheel inlet solenoid
RR LH IN SOL S
(ON/OFF) - x x - ;?gll\;id(_ON/OFF) status is dis-
Rear LH wheel outlet solenoid
RR LH OUT SOL -
- x X - valve (ON/OFF) status is dis-
(ON/OFF) played(. )
Primary-side switch-over
(UOS’\\I//([)';LF)RR] - - x - solenoid valve (ON/OFF) sta-
tus is displayed. (USV)
Secondary-side switch-over
(UOSI\\I//([)';T:)RL] - - x - solenoid valve (ON/OFF) sta-
tus is displayed. (USV)
Primary-side switch-over
F('CS)\N/ /[('):;:?R] - - x - solenoid valve (ON/OFF) sta-
tus is displayed. (HSV)
Secondary-side switch-over
F('g\'\/l /[('):EI;?L] - - x - solenoid valve (ON/OFF) sta-
tus is displayed. (HSV)
Actuator relay operation sig-
VIR OUTPUT .
(ON/OFF) - - x - ;;I)/(;ITI/OFF) status is dis-
M/R OUTPUT B B . _ Motor relay activation signal
(ON/OFF) (ON/OFF) status is displayed.
VDC FAIL SIG _ _ y _ ESP fail signal (ON/OFF) sta-
(ON/OFF) tus is displayed.
TCS FAIL SIG _ _ . _ TCS fail signal (ON/OFF) sta-
(ON/OFF) tus is displayed.
ABS FAIL SIG _ _ . _ ABS fail signal (ON/OFF) sta-
(ON/OFF) tus is displayed.
EBD FAIL SIG _ 3 « _ EBD fail signal (ON/OFF) sta-
(ON/OFF) tus is displayed.
Brake fluid level warning
FLUID LEV SW A .
(ON/OFF) - - x - switch (ON/OFF) status is dis-

played.

SNOW MODE SwW

“OFF”" is displayed.

(ON/OFF)

E(’(S)L/%T:E)R SIG - - x - “OFF”" is displayed.

CAN COMM B B _ o CAN communication signal
(OK/NG) (OK/NG) status is displayed.
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Data Monitor item selection
Data Monitor Item (Unit) ECU INPUT MAIN SELECTION |  CAN DIAG Remarks
SIGNALS SIGNALS FROM SUPPORT
MENU MNTR
CANCIRC 1 B B B y
(ON/ UNKWN)
CAN CIRC 2 B B B .
(OK/ UNKWN)
CAN CIRC 3 o ]
(OK/ UNKWN) - - - x CAN communication signal
(OK/UNKWN) status is dis-
CAN CIRC 4 _ _ _ x played.
(OK/ UNKWN)
CAN CIRC 5 B B _ ,
(ON / UNKWN)
CAN CIRC 6 B B _ »
(ON / UNKWN)
M MODE SIG o~
(ON/OFF) - - X - OFF" is displayed.
OD OFF SW P
(ONJOFF) - - X - OFF" is displayed.
EBD SIGNAL B B N B EBD operation (ON/OFF) sta-
(ON/OFF) tus is displayed.
ABS SIGNAL B B . B ABS operation (ON/OFF) sta-
(ON/OFF) tus is displayed.
TCS SIGNAL B B . B TCS operation (ON/OFF) sta-
(ON/OFF) tus is displayed.
VDC SIGNAL B B . B ESP operation (ON/OFF) sta-
(ON/OFF) tus is displayed.
x: Applicable
—: Not applicable
ACTIVE TEST
Procedure
CAUTION:

« Do not perform active test while driving the vehicle.

« Make sure that completely bleed air from the brake system.
« The active test cannot be performed with the ABS warning lamp on.
1. Connect the CONSULT-II connector to the vehicle-side data link connector and start the engine.
2. Touch “START (NISSAN BASED VHCL)" on the display.

BRC-70
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3. Touch “ABS” and “ACTIVE TEST".

DIAGNOSIS SYSTEM SELECTION

ENGINE

AT

AIR BAG

ABS

PBR385C

SELECT DIAG MODE

WORK SUPPORT

SELF-DIAG RESULTS

DATA MONITOR
ACTIVE TEST BRC

FUNCTION TEST
ECU PART NUMBER

|

SFIA0365E

4. The test item selection screen is displayed.

5. Touch necessary test item. A

RR LH ABS SOLENOID (ACT)

FRONT ABS SOLENOID (ACT)

REAR ABS SOLENOID (ACT)
SLIP LAMP

ABS WARNING LAMP
VDG WARNING LAMP

I

Page Up

SFIA0366E

6. Touch “START” with “MAIN SIGNALS” line inverted.
SLIP LAMP

SELECT MONITOR ITEM

MAIN SIGNALS

SELECTION FROM MENU

START

SFIA0367E

7. The active test screen is displayed.

ACTIVE TEST

SLIP LAWP OFF

MONITOR
SLIP LAMP OFF

ON

SFIA0368E
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Solenoid Valve
1. Select each test items without “(ACT)” for the ABS function
active test, and with “(ACT)” for the ESP/TCS function active SELECT TEST ITEM
test. RR LH ABS SOLENOID (ACT)
2. Touch “UP”, “KEEP”, and “DOWN?" or “UP”, “ACTUATOR UP”, FRONT ABS SOLENOID (AGT)
and “ACTUATOR KEEP”. And check that the solenoid valves REAR ABS SOLENOID (ACT)
operate as the “Solenoid Valve Operation Chart”. Refer to BRC- SLIP LAWP
72, "Solenoid Valve Operation Chart" . ABS WARNING LAWP
VDC WARNING LAMP
Page Up
SFIA0366E
Solenoid Valve Operation Chart
Without “(ACT)” With “(ACT)”
Operation ACTUA- ACTUA-
up KEEP DOWN up TORUP | TOR KEEP
FR RH IN SOL OFF ON ON OFF OFF OFF
FR RH SOL FR RH OUT SOL OFF OFF ON* OFF OFF OFF
FR RH ABS SOLE-
NOID (ACT) USV [FR-RL] OFF OFF OFF OFF ON ON
HSV [FR-RL] OFF OFF OFF OFF ON* OFF
FRLH IN SOL OFF ON ON OFF OFF OFF
FRLH SOL FR LH OUT SOL OFF OFF ON* OFF OFF OFF
FR LH ABS SOLE-
NOID (ACT) USV [FL-RR] OFF OFF OFF OFF ON ON
HSV [FL-RR] OFF OFF OFF OFF ON* OFF
RR RH IN SOL OFF ON ON OFF OFF OFF
RR RH SOL RR RH OUT SOL OFF OFF ON* OFF OFF OFF
RR RH ABS SOLE-
NOID (ACT) USV [FL-RR] OFF OFF OFF OFF ON ON
HSV [FL-RR] OFF OFF OFF OFF ON* OFF
RR LH IN SOL OFF ON ON OFF OFF OFF
RR LH SOL RR LH OUT SOL OFF OFF ON* OFF OFF OFF
RR LH ABS SOLE-
NOID (ACT) USV [FR-RL] OFF OFF OFF OFF ON ON
HSV [FR-RL] OFF OFF OFF OFF ON* OFF
FR RH IN SOL OFF ON ON OFF OFF OFF
FRONT SOLENOID | FR RH OUT SOL OFF OFF ON OFF OFF OFF
FRONT ABS SOLE-
NOID (ACT) FRLH IN SOL OFF ON ON OFF OFF OFF
FR LH OUT SOL OFF OFF ON OFF OFF OFF
RR RH IN SOL OFF ON ON OFF OFF OFF
REAR SOLENOID RR RH OUT SOL OFF OFF ON OFF OFF OFF
REAR ABS SOLE-
NOID (ACT) RR LH IN SOL OFF ON ON OFF OFF OFF
RR LH OUT SOL OFF OFF ON OFF OFF OFF

*. ON for 1 to 2 seconds after the touch, and then OFF

NOTE:
« Ifthe active test is performed with the brake pedal depressed, the pedal stroke may be changed. This is a
normal condition.

« “TEST STOP” is displayed 6 seconds after the operation start.
« After “TEST STOP” is displayed, to perform the test again, repeat the step 6 of the operation procedure.

ESP OFF Indicator Lamp
Touch “ ON ” and “ OFF” on the “VDC WARNING LAMP” screen to check that ESP OFF indicator lamp oper-
ates as follows.
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Operation ON OFF
VDC WARNING LAMP ON (Lamp ON) OFF (Lamp OFF)
NOTE:

During the active test when “OFF” on the “YDC WARNING LAMP” screen is touched, all of the ESP OFF indi-
cator lamp, SLIP indicator lamp, and ABS warning lamp flash once. This is not abnormal.

Motor Relay and Actuator Relay

Touch “ON” and “OFF” on the “ABS MOTOR?” screen to check that the motor relay and the actuator relay oper-
ate as follows.

Operation ON OFF
MOTOR RELAY ON OFF
ACTUATOR RELAY ON ON

NOTE:

« If the active test is performed with the brake pedal depressed, the pedal stroke may be changed. This is a
normal condition.

« “TEST STOP” is displayed after 10 seconds from the operation start.

BRC

SLIP Indicator Lamp
Touch “ON” and “OFF” on the “SLIP LAMP” screen to check that the SLIP indicator lamp operates as follows.

Operation ON OFF
SLIP LAMP ON (Lamp ON) OFF (Lamp OFF)
NOTE:

During the active test when “OFF” on the “SLIP LAMP” screen is touched, all of the ESP OFF indicator lamp,
SLIP indicator lamp, and ABS warning lamp flash once. This is not abnormal.

ABS Warning Lamp

Touch “ON” and “OFF” on the “ABS WARNING LAMP” screen to check that the ABS warning lamp operates
as follows.

Operation ON OFF
ABS WARNING LAMP ON (Lamp ON) OFF (Lamp OFF)

NOTE:
During the active test when “OFF” on the “ABS WARNING LAMP” screen is touched, all of the ESP OFF indi-
cator lamp, SLIP indicator lamp, and ABS warning lamp flash once. This is not abnormal.

For Correct and Quick Diagnosis

PRECAUTIONS FOR TROUBLE DIAGNOSIS

« Before performing the trouble diagnosis, always read the GI-3, "PRECAUTIONS" to confirm the general
precautions.

« After replacement of ESP/TCS/ABS control unit, steering angle sensor, steering parts, suspension parts,
or tires, and adjustment of alignment, always adjust the neutral position of steering angle sensor before
driving.

« When the ESP/TCS/ABS control unit is replaced, check that the label on the computer unit is identical
color.

« After completing the trouble diagnosis, always erase the malfunctioning memory. BRC-63, "Functions of
CONSULT-1I"

« When inspection of the continuity or voltage between units is performed, check the connector terminals for
disconnection, looseness, bend, or collapse. If any malfunction is detected, repair or replace the applica-
ble part.

« Intermittent problems may be caused by a malfunction on harness, connector, or terminal. Move the har-
nesses, harness connectors, or terminals by hand to make sure that there is no contact malfunction.

« If acircuit tester is used for the check, be careful not to forcibly extend any connector terminal.
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« For self-diagnosis, active test, and work support of ESP/TCS/ABS control unit with CONSULT-II, stop and
connect CONSULT-II and select “ABS”.

o CONSULT-II self-diagnosis results are displayed without regard to occurrence timing. In some case, the
later ones (timing value is small) appear on the next screen.

« While the self-diagnosis results of CONSULT-Il shows a malfunction, if CONSULT-II active test is per-
formed, an engine system malfunction may be indicated. In this case, start the engine to resume the nor-

mal screen.

« ESP/TCS/ABS system electronically controls the brake operation and engine output. The following symp-
toms may be caused by the normal operations.

Symptom

Symptom description

Result

Motor operation noise

During ESP, TCS, or ABS operation, sometimes a faint noise can be
heard. This is a motor operation noise in the ESP/TCS/ABS actuator.

Just after the engine starts, the motor operating noise may be heard.
This is a normal status of the system operation check.

Normal

System operation check
noise

When the engine starts, a “click” noise may be heard from the engine
compartment. This is a normal status of the system operation check.

Normal

ESP/TCS operation
(SLIP lamp ON)

When the vehicle is passing through a road where the surface friction
coefficient varies or the wheel speed changes suddenly by downshifting
or depressing of the accelerator pedal fully, TCS may be activated tem-
porarily.

Before the speedometer inspection, turn ESP OFF switch off to cancel
the ESP/TCS function.

When the accelerator pedal is depressed on a chassis dynamometer,
the vehicle speed will not increase. This is not malfunction, because
TCS is activated by the wheel speed difference between front and rear.
The warning lamp may also illuminate to show “sensor system failure” in
this case. This is not malfunction either, because the stationary front
wheels are detected. Restart the engine, and drive the vehicle at 30 km/
h (19 MPH) or higher to check that the warning lamp no longer illumi-
nates.

Normal

Cancel the ESP/TCS
function for the
inspection on a chas-
sis dynamometer.

ABS operation (Longer stop-

The stopping distance may be longer for the vehicles with ABS when the

- h vehicle is driver on snowy and rough road. When driving on the road like | Normal
ping distance)
that, slow down the speed.
Depending on road circumstances, the driver may have a sluggish feel.
. This is not abnormal, because the optimum traction has the highest pri-
Sluggish feel Normal

ority (safety first) by TCS operation. Sometimes the driver has a slight
sluggish feel against the substantial accelerator pedal operation.

ABS Warning Lamp, ESP OFF Indicator Lamp, SLIP Indicator Lamp ON/OFF Timing

x: ON

— OFF

Condition

ESP OFF

ABS warming lamp indicator lamp

SLIP indicator lamp

Remarks

When the ignition switch is
OFF

After the ignition switch is
turned ON
For Approx. 0.5 seconds

Ignition switch ON
Approx. 0.5 seconds later

When the ESP OFF switch
turns ON (ESP/TCS function
OFF).

Lamp goes off after Approx. 2
seconds when the engine re-start.
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Condition ABS warning lamp . E.SP OFF SLIP indicator lamp Remarks
indicator lamp
X X X —
ESP/TCS/IABS When the ESP/TCS/ABS control
malfunction X x - unit is abnormal (power supply or
ground malfunction).
When the ESP/TCS ism B « « _
abnormal.
Basic Inspection
PRELIMINARY CHECK 1: (BRAKE FLUID LEVEL AND LEAK INSPECTION)
1. Check the fluid level in the brake reservoir tank. If the fluid level is low, refill the brake fluid.
2. Check the area around the brake piping, ESP/TCS/ABS actuator for leaks. If a leak or oozing is detected,
check as follows:

« If the connections at the ESP/TCS/ABS actuator are loose, tighten the piping to the specified torque.
Then check again for leaks, and make sure that there is no fluid leak.

« If the flare nuts at the connections and the threads of the ESP/TCS/ABS actuator are damaged, replace
the damaged parts. Then check again for leaks, and make sure that there is no fluid leak.

. If a leak or oozing is detected on other parts than the ESP/TCS/ABS actuator connections, wipe the
applicable part with a clean cloth. Then check again for leaks, and if there is still a leak or oozing,
replace the damaged part.

« If aleak or oozing is detected on the ESP/TCS/ABS actuator body, wipe the applicable part with a clean
cloth. Then check again for leaks, and if there is still a leak or oozing, replace the ESP/TCS/ABS actua-
tor body.

CAUTION:
Do not disassemble the actuator body.
3. Check the brake disc rotor and pads.

PRELIMINARY CHECK 2: (INSPECTION FOR LOOSE POWER SUPPLY TERMINAL)

Check the battery for looseness on the battery positive/negative terminals and ground connection. If loose-
ness is detected, tighten the piping to the specified torque. Check that the battery voltage does not drop and
the alternator is normal.

PRELIMINARY CHECK 3: (INSPECTION FOR ABS WARNING LAMP, ESP OFF INDICATOR
LAMP, AND SLIP INDICATOR LAMP)

1.

2.

3.

Check that the ABS warning lamp is ON for Approx. 0.5 seconds when the ignition switch is turned ON. If
it does not turn on, check the ABS warning lamp and the circuit, and the combination meter.

Check that ESP OFF indicator lamp is ON for Approx. 0.5 seconds when the ignition switch is turned ON.
If it does not turn ON, check the ESP OFF indicator lamp and the circuit, and the combination meter.
Check that the SLIP indicator lamp is ON for Approx. 0.5 seconds when the ignition switch is turned ON. If
it does not turn ON, check the SLIP indicator lamp and the circuit.

With the engine running, check the ESP OFF indicator lamp turns ON and OFF when the ESP OFF
switch turns ON and OFF. If it dose not operate in accordance with the switch, check the ESP OFF switch
and the circuit.

Check that the ESP OFF indicator lamp turns OFF after Approx. 2 seconds delay when the ESP OFF
switch turned ON (The ESP/TCS system was not operated). If the ESP OFF indicator lamp does not turn
OFF in 10 seconds from the engine start, perform the self-diagnosis of ESP/TCS/ABS control unit.
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Inspection 1 Wheel Sensor and Circuit ersoozx7

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-II indication item
ABS SENSOR [ABNORMAL SIGNAL]
FR RH SENSOR -1
FR RH SENSOR -2
FR LH SENSOR -1
FR LH SENSOR -2
RR RH SENSOR -1
RR RH SENSOR -2
RR LH SENSOR -1
RR LH SENSOR -2

Are any self-diagnosis result items above indicated?

YES >>GOTO 2.
NO >> Check is completed

2. CHECK THE CONNECTOR

Remove connectors of the wheel sensor which is malfunctioning and the ESP/TCS/ABS control unit. Check
whether the deformation of terminal, or incorporate connection of connectors. Then, connect connectors. In
addition, check if the wheel sensor cable is damaged due to friction.

Does ABS warning lamp is out when driving 30km/h (19 MPH) for Approx. One minute?

YES >> Check is completed.
NO >> GO TO 3.
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3. CHECK WHEEL SENSOR CIRCUIT
1. Disconnect connectors of the ESP/TCS/ABS control unit and
wheel sensors. ey DISCOMNECT
2. Check for continuity among the ESP/TCS/ABS control unit har- L&
ness connector B109 and wheel sensors harness connector Wheel sensor
E60, E2, B143, B142 body grand. [Q] connectors

Front RH

= =
{ l Front LH

JAN
Rear RH

JAN
Rear LH (1[2)

15, 16, 8, 10, 11, 12, 13, 14

ESP/TCS/ABS
control unit
connector

BRC
28, 29
e’

| @

- SFIA0440E

Wheel sensor
harness connector Continuity (Resistance)
E60, E2, B143, B142

15 (W) 1 (W)

ESP/TCS/ABS control unit
harness connector B109

Front RH Yes (0 - 0.5Q)
16 (B) 2 (B)
8 (B/W) 1 (B/W)
Front LH Yes (0 - 0.5Q)
10 (L) 2(L)
11 (L/G) 1 (L/G)
Rear RH Yes (0 - 0.5Q)
12 (L1Y) 2 (LIY)
13 (WiL) 1 (WIL)
Rear LH Yes (0 - 0.5Q)
14 (ORIL) 2 (O/R)
ESP/TCS/ABS control unit har- -
ness connector B109 Body ground Continuity
28 (B) —
Grand line Ves
29 (B) —

Is inspection result OK?

YES >>GOTO4
NO >> Repair harness and connector between the control unit and the wheel sensor.

4. INSPECTION THE TIRE

Check the tire pressure, wear, size.
Check if the pressure, wear, and size are in range of the standard?

YES >>GOTO5
NO >> Adjusting tire pressure, and replace tire.
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5. SENSOR ROTOR INSPECTION

Check sensor rotor tooth for damage.
Is inspection result OK?

YES >>Check the EPS/TCS/ABS control unit connector for disconnect, loose, bent and collapse termi-
nals. Securely connect them again. Perform the ESP/TCS/ABS control unit self-diagnosis again.
NO >> Replace sensor rotor.

Inspection 2 Engine System a—
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-Il indication item
ENGINE SYSTEM 1
ENGINE SYSTEM 2
ENGINE SYSTEM 3
ENGINE SYSTEM 4
ENGINE SYSTEM 5

Are any items other than above indicated in the self-diagnosis results?

YES >> Repair or replace affected items.
NO >> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Perform the ECM self-diagnosis and repair or replace affected items, then perform the ECM self-diagno-
sis again.
2. Perform the ESP/TCS/ABS control unit self-diagnosis again.
Is inspection result OK?
OK >> |nspection End
NG >> Repair or replace affected items. Perform the self-diagnosis again.

Inspection 3 ESP/TCS/ABS Control Unit System
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-Il indication item
CONTROLLER FAILURE

Are any items other than “CONTROLLER FAILURE” indicated in the self-diagnosis results?

YES >> Repair or replace affected items. Perform the self-diagnosis again.
NO >> Replace the ESP/TCS/ABS control unit and perform the ESP/TCS/ABS control unit self-diagno-
sis again.
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Inspection 4 Pressure Sensor and the Circuit between Pressure Sensor and
ESP/TCS/ABS Control Unit. —

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-Il indication item
PRESS SEN CIRCUIT

Is “PRESS SEN CIRCUIT” indicated in the self-diagnosis results?

YES >>GOTO2.
NO >> Check is completed

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect connectors of the pressure sensor and the ESP/TCS/ABS control unit, and connect them
again correctly.

2. Perform the ESP/TCS/ABS control unit self-diagnosis again.
Is inspection result OK?

OK >> Repair or replace the poorly connected connector, then perform the self-diagnosis again.
NG >> GO TO 3.

3. PRESSURE SENSOR CIRCUIT INSPECTION

1. Disconnect connectors of the pressure sensor and the ESP/ [—— nascomeer
TCSI/IABS control unit. st
2. Check for continuity between the ESP/TCS/ABS control unit | ESP/TCS/ABS
harness connector B109 and the pressure sensor harness con- connector
nector £or. Pl
connector ‘ '
69,68, 67 30, 31,32
— —
SFIA0373E
ESP/TCS/ABS control unit Pressure sensor Continuit
harness connector B109 harness connector E67 y
69 (P/L) 30 (P/L) Yes
68 (LG) 31 (LG) Yes
67 (G/OR) 32 (G/OR) Yes

Is inspection result OK?

OK >> GO TO 4.
NG >> Repair or replace the disconnected harness.
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4. PRESSURE SENSOR INSPECTION
Check the “PRESS SENSOR?” value in “DATA MONITOR".
Condition PRESS SENSOR (Data monitor)
Brake pedal depressed Positive value
Brake pedal released Approx. 0 bar

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Pressure sensor malfunction. Replace the ESP/TCS/ABS actuator (with the pressure sensor).

Inspection 5 Steering Angle Sensor and the Circuit between Steering Angle
Sensor and ESP/TCS/ABS Control Unit. Ersoozxe

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results

CONSUL-Il indication item
ST ANG SEN CIRCUIT

Perform inspection 15. Refer to BRC-94, "Inspection 15 CAN Communication Circuit, ESP/TCS/ABS Control
Unit and Steering Angle Sensor" .

Is “ST ANG SEN CIRCUIT” indicated in the self-diagnosis results.
>> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Repair or replace the poorly connected connector

- Check the connector housing for disconnect, loose, bent and collapse terminals
If any malfunction are detected, repair or replace the applicable part.

2. Perform the ESP/TCS/ABS control unit self-diagnosis again.
Is inspection result OK?

OK >> |nspection END
NG >> GO TO 3.
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3. STEERING ANGLE SENSOR CIRCUIT CHECK
1. Disconnect the ESP/TCS/ABS control unit connector and the [——  oecomeer
steering angle sensor connector. 'EETS
2. Check for continuity between the ESP/TCS/ABS control unit [ Steering angle sensor
harness connector B109 and the steering angle sensor harness connector
connector M33. ESP/TCS/ABS
control uni [ ] =1 |
conir:1eétort Illﬂ
61, 63 4,5
SFIA0374E
ESP/TCS/ABS control unit Steering angle sensor Continuit
harness connector B109 harness connector M33 y
61 (L) 4 (L) Yes BRC
63 (R) 5(R) Yes

Is inspection result OK?

OK >> GO TO 4.
NG >> Repair or replace the disconnected harness.

4. DATA MONITOR CHECK

Perform the “STR ANGLE SIG” value in “DATA MONITOR” and check that it is in normal condition.

Steering condition STR ANGLE SIG (Data monitor)
Straight-ahead — 5deg to + 5deg
Turn the wheel to the right by 90°. Approx. + 90deg
Turn the wheel to the left by 90°. Approx. - 90deg

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Replace the spiral cable (with the steering angle sensor) and adjust the neutral position of steer-
ing angle sensor. BRC-37, "Adjustment of Neutral Position of Steering Angle Sensor” .

Inspection 6 Yaw Rate Sensor/ Side G sensor and the Circuit between Yaw Rate
Sensor/ Side G sensor and ESP/TCS/ABS Control Unit. ersoozxc

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results

CONSULT-Il indication item

YAW RATE SENSOR
SIDE G-SEN CIRCUIT

CAUTION:

When the vehicle on a turn-table at an entrance of parking lot or on a moving unit, the ESP OFF indica-
tor lamp turns ON, and the self-diagnosis with CONSULT-II may indicate that the yaw rate sensor sys-
tem is malfunction. In this case, the yaw rate sensor is not malfunction. Move the vehicle from the
turn-table or other moving unit, and restart the engine. This will return the status normal.

Are “YAW RATE SENSOR” and “SIDE G-SEN CIRCUIT" indicated in the self-diagnosis results.
>> GO TO 2.
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2. SELF-DIAGNOSIS RESULT CHECK 2
1. Disconnect connectors of the yaw rate/side G sensor and the [—— oscomeer
ESP/TCS/ABS control unit. st Vo rato/eide
2. Check for continuity between the ESP/TCS/ABS control unit [ sensor connector

harness connector B109 and the yaw rate/side G sensor har-

ness connector B115. ESP/TCS/ABS
control unit L [
connector ﬂ

78.77,34,79,18, 80 L23%458
SFIA0375E
ESP/TCS/ABS control unit Yaw rate/side G sensor Continuity
harness connector B109 harness connector B115
78 (L/W) 1 (L/W) Yes
77 (Y/B) 2 (Y/B) Yes
34 (OR) 3 (OR) Yes
79 (LG/B) 4 (OR) Yes
18 (PU/W) 5 (PU/W) Yes
80 (W/R) 6 (W/R) Yes

Is inspection result OK?

OK >> GO TO 3.
NG >> Repair or replace the disconnected harness.

3. YAW RATE SENSOR / SIDE G SENSOR CIRCUIT CHECK

Check that the “YAW RATE SEN” and the “SIDE G-SENSOR” are in normal operation in “DATA MONITOR”".

Vehicle status YAW RATE SEN SIDE G-SENSOR
(DATA MONITOR) (DATA MONITOR)
While the vehicle is stopped —4 to +4deg/s ~1.1to +1.1m/s 2
Right turn Negative value Negative value
Left turn Positive value Positive value

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.

NG >> The yaw rate / side G sensor malfunction. After replacing the sensor, perform the self-diagnosis of
the ESP/TCS/ABS control unit again.
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Inspection 7 Solenoid Valve, ESP Switch-over Solenoid Valve and Circuit
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

EFS002XD

Check the self-diagnosis results.

Self-diagnosis results
CONSUL-II indication item
FR LH IN ABS SOL
FR LH OUT ABS SOL
RR RH IN ABS SOL
RR RH OUT ABS SOL
FR RH IN ABS SOL
FR RH OUT ABS SOL
RR LH IN ABS SOL
RR LH OUT ABS SOL BRC
USV LINE [FL-RR]
USV LINE [FR-RL]
HSV LINE [FL-RR]
HSV LINE [FR-RL]

Are any self-diagnosis result items above indicated?
>> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect the ESP/TCS/ABS control unit connector and solenoid valve connectors. Securely connect
them again.

2. Perform the self-diagnosis again.
Are any self-diagnosis result items indicated again?

YES >>GOTO3.
NO >> Repair or replace the poorly connected connector.
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3. SOLENOID VALVE INPUT SIGNAL CHECK.

1.
2.

Disconnect the ESP/TCS/ABS control unit connector.

Ch_eck the resistance value between the ESP/TCS/ABS control S e

unit harness connector B109 and body ground. s, E}
ESP/TCS/ABS
control unit

connector

26, 5, 6, 53, 55, 3, 4,
25, 49, 50, 54, 52

LN

SFIA0486E

ESP/TCS/ABS control unit Body ground Resistance
harness connector B109
26 (WIG) - 6.0 - 11Q
5 (G/Y) - 6.0 -11Q
6 (L/W) - 6.0-11Q
53 (P) - 6.0-11Q
55 (R/Y) - 3.0-5.0Q
3 (Y/IG) - 3.0-5.0Q
4 (BR) - 3.0-5.0Q
25 (LG) - 3.0-5.0Q
49 (WIR) - 6.0 — 11.0Q
50 (R/G) - 6.0 -11.0Q
54 (WIL) - 3.0-5.0Q
52 (PU) - 3.0-5.0Q

Is inspection result OK?

OK >> Check the ESP/TCS/ABS control unit power supply circuit.
NG >> GO TO 4.
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4. SOLENOID VALVE LINE CHECK
1. Disconnect connectors for the ESP/TCS/ABS control unit and SR
the ESP/TCS/ABS actuator.
o . TS. ESP/TCS/ABS
2. Check for continuity between the ESP/TCS/ABS control unit CSP/TOS/ABS actuator connector
harness connector B109 and the ESP/TCS/ABS actuator har- control unit 7
ness connector E67, E68. connector %%
26,5, 6,53,55,3,4, 3,1,7,5,15, 14, 17,
25, 49, 50, 54, 52 16, 26, 25, 28, 27
' SFIA0485E
ESP/TCS/ABS control unit ESP/TCS/ABS Actuator Continuit
harness connector B109 harness connector E67, E68 y
26 (W/G) 3 (WIG) Yes BRC
5 (G/Y) 1 (G/Y) Yes
6 (L/W) 7 (L/W) Yes
53 (P) 5(P) Yes
55 (R/Y) 15 (R/Y) Yes
3 (YIG) 14 (YIG) Yes
4 (BR) 17 (BR) Yes
25 (LG) 16 (LG) Yes
49 (WIR) 26 (W/R) Yes
50 (R/G) 25 (R/IG) Yes
54 (WIL) 28 (WIL) Yes
52 (PU) 27 (PU) Yes

Is inspection result OK?

OK >> GO TO 5.
NG >> Harness disconnection between the ESP/TCS/ABS control unit and the actuator
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5. ACTUATOR SOLENOID INSPECTION

1. Disconnect the ESP/TCS/ABS actuator connector. Sy s

2. Check the resistance value at the ESP/TCS/ABS actuator. 1S.
ESP/TCS/ABS actuator connectors

(actuator-side)
EPS/TCS/ABS relay box

A
i
3,1,7,5,15, 14, 17,
18, 26, 25, 28, 27

| @
SFIA0442E

ESP/TCS/ABS Actuator ESP/TCS/ABS Actuator .
connector (actuator side) connector (actuator side) Resistance
3 (WIG) 16 6.0-11Q
1 (G/Y) 16 6.0 -11Q
7 (L/W) 16 6.0-11Q
5(P) 16 6.0 -11Q
15 (R/Y) 16 3.0-5.0Q
14 (YIG) 16 3.0-5.0Q
17 (BR) 16 3.0-5.0Q
16 (LG) 16 3.0-5.0Q
26 (WIR) 16 6.0 — 11.0Q
25 (R/IG) 16 6.0 — 11.0Q
28 (WIL) 16 3.0-5.0Q
27 (PU) 16 3.0-5.0Q

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Replace the ESP/TCS/ABS actuator assembly.

Inspection 8 Actuator Motor, Motor Relay and Circuit —

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results

CONSULT-Il indication item

PUMP MOTOR
ACTUATOR RLY (NOTE)

Are “PUMP MOTOR” and “ACTUATOR RLY” (NOTE) indicated in the self-diagnosis results?

YES >>. GOTO?2.

NOTE:
“ACTUATOR RLY” on the CONSULT-II self-diagnosis results indicates the malfunction of the

actuator relay and circuit.
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2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect connectors for the ESP/TCS/ABS control unit and the actuator. Securely connect them again.
2. Perform the self-diagnosis again.
Are any self-diagnosis items indicated again?

YES >>GOTO3.
NO >> Repair or replace the poorly connected connector.

3. ACTUATOR MOTOR, MOTOR RELAY POWER SUPPLY CIRCUIT INSPECTION

1. Disconnect the ESP/TCS/ABS relay box connectors.

= DISCONNECT
(ag)

T.S.

ESP/TCS/ABS
relay box connector

BRC

SFIA0379E

2. Check the voltage between the ESP/TCS/ABS relay box harness connector E65 and body ground.

ESP/TCS/ABS relay box
harness connector E65

Body ground Voltage value

10 (WIL) - Battery voltage (approx. 12V)
Is inspection result OK?
OK >> GO TO 4.
NG >> .+ Check the fuse 50A.

« Check for continuity between the battery and the ESP/TCS/ABS relay box terminal No. 10.

4.

1. Disconnect connectors for the ESP/TCS/ABS control unit and
the relay box.

2. Check for continuity between the ESP/TCS/ABS control unit,
the relay, and the actuator harness connectors.

ACTUATOR MOTOR AND MOTOR RELAY CIRCUIT CHECK

DISCONNECT

LD
T.S. ESP/TCS/ABS

relay box connectors

ESP/TCS/ABS

control unit

ESP/TCS/ABS ESPITCS/ABS Relay box o connector 8l 11/
control unit harness connector E66 Continuity 20,7 R 8
harness connector B109 —
20 (R/B) 4 (R/B) Yes ‘ @ ’
7 (GIW) 8 (G/W) Yes

Is inspection result OK?

OK >> GO TO 5.
NG

5. MOTOR RELAY UNIT INSPECTION

SFIA0443E

>> Harness malfunction between the ESP/TCS/ABS control unit, the relay box and the actuator.

Check the motor relay as a unit.

Is inspection result OK?

OK
NG

BRC-87
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Inspection 9 Actuator Relay and Circuit
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

EFS002XF

Check the self-diagnosis results.

Self-diagnosis results

CONSULT-Il indication item
MAIN RELAY

Is "MAIN RELAY" indicated in the self-diagnosis results?
>> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect the ESP/TCS/ABS control unit connector. Securely connect them again.

2. Perform the ESP/TCS/ABS control unit self-diagnosis again.
Is the same self-diagnosis item indicated?

YES >>GOTO3.
NO >> Repair or replace the poorly connected connector.

3. ESP/TCS/ABS CONTROL UNIT GROUND CIRCUIT INSPECTION

Check the ESP/TCS/ABS control unit ground circuit. = orsconECT
T5.
ESP/TCS/ABS
control unit
connector
28, 29
W_J
= SFIA0381E
ESP/TCS/ABS control unit L
harness connector B109 Body ground Continuity
28 (B) - Yes
29 (B) - Yes

Is inspection result OK?
OK >> GO TO 4.

NG >> Poorly connection on the ESP/TCS/ABS control unit connector or harness disconnection.
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4. ACTUATOR RELAY POWER SUPPLY CIRCUIT INSPECTION

1. Disconnect relay box connectors. =
2. Check the voltage between the ESP/TCS/ABS relay box har- || £99
ness connector E65 and body ground.

ESP/TCS/ABS
relay box connector

DISCONNECT

SFIA0382E

RELAY BOX
harness connector E65 Body ground Voltage value
9 (L) - Battery voltage (approx. 12V)

BRC
Is inspection result OK?

OK >> GO TO 5.
NG >> o+ Check the fuse 30A.

« Check for continuity between the battery and the relay box terminal No. 9. If it is not OK,
replace the fuse or harness.

5. ACTUATOR RELAY POWER CIRCUIT CHECK

1. Disconnect connectors for the ESP/TCS/ABS control unit and

ﬁ:‘ﬁ DISCONNECT
the relay box.
L . 1.5 ESP/TCS/ABS
2. Check for continuity between the ESP/TCS/ABS control unit relay box connector
harness connector E109 and the relay box harness connector
ESP/TCS/ABS [N
E66 control unit (4] [
connector 8ls] 7/
2,36 5.7
— —
|
=77 -
SFIA0383E

ESP/TCS/ABS control unit Relay box Continuity
harness connector E109 harness connector E66
2 (SB) 5 (SB) Yes
36 (L/Y) 7 (L1Y) Yes
Is inspection result OK?

OK >> GO TO 6.
NG >> Harness disconnection between the ESP/TCS/ABS control unit and the relay box.

6. ACTUATOR RELAY UNIT INSPECTION

Check the actuator relay as a unit.
Is inspection result OK?

OK >> Check the ESP/TCS/ABS control unit power supply circuit.
NG >> Replace the actuator relay.
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Inspection 10 Stop Lamp Switch and Circuit Erso02x6
Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-Il indication item
STOP LAMP SW
Is "STOP LAMP SW" indicated in the self-diagnosis results?
>> GO TO 2.

2. STOP LAMP INSPECTION

1. Disconnect connectors for the stop lamp switch and the ESP/TCS/ABS control unit.
2. Securely connect them again.
3. Start the engine.

4. Repeat depressing the brake pedal carefully several times, then perform the self-diagnosis again.
Is the same self-diagnosis item indicated?

YES >>GOTO3.
NO >> Repair or replace the poorly connected connector.

3. STOP LAMP SWITCH CIRCUIT CHECK

1. Disconnect connectors for the stop lamp switch and the ESP/ [— —
TCS/ABS control unit. st
2. Check for continuity between the stop lamp switch harness con- - Stop lamp switch
nector and the ESP/TCS/ABS control unit harness connector. connector
ESP/TCS/_ABS
Ry (T
48
|
SFIA0384E
ESP/TCS/ABS control unit STOP LAMP SW Continuit
harness connector harness connector y
48 (R/G) 2 (RIG) Yes

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Harness disconnection between the ESP/TCS/ABS control unit and the stop lamp switch.

Inspection 11 ESP/TCS/ABS Control Unit Power Supply Circuit

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

SELF-diagnosis results

CONSULT-II indication item
BATTERY VOLTAGE [ABNORMAL]

Is “BATTERY VOLTAGE [ABNORMAL] " indicated in the self-diagnosis results?
>> GO TO 2.
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2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect the ESP/TCS/ABS control unit connector. Securely connect them again.
2. Perform the self-diagnosis.
Is the same self-diagnosis item indicated?

YES >>GO TO 3.

NO >> Repair or replace the poorly connected connector.

3. ESP/TCS/ABS CONTROL UNIT POWER SUPPLY CIRCUIT INSPECTION 1

1. Disconnect the ESP/TCS/ABS control unit connector.

2. Turn the ignition switch ON (engine not running), and check the “ @@
voltage between the ESP/TCS/ABS control unit harness con-
nector and body ground.

DISCONNECT

ESP/TCS/ABS
control unit
connector

1

' @ BRC

SFIA0385E

ESP/TCS/ABS control unit
Body ground Voltage value
harness connector
1 (GY) - Battery voltage (approx. 12V)

Is inspection result OK?

OK >> GO TO 4.
NG >> GO TO 5.

4. ESP/TCS/ABS CONTROL UNIT GROUND CIRCUIT INSPECTION 1

Check the ESP/TCS/ABS control unit ground circuit.

ﬁ:‘ﬁ DISCONNECT
TS.
ESP/TCS/ABS
control unit
connector
28, 29
%_J
- SFIA0386E
ESP/TCS/ABS control unit Body ground Continuity
harness connector
28 (B) - Yes
29 (B) - Yes

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Harness disconnection or improper installation of the ESP/TCS/ABS control unit.
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5. ESP/TCS/ABS CONTROL UNIT POWER SUPPLY CIRCUIT INSPECTION 2

1. Check the fuse 10A.

2. Check for continuity between the battery positive terminal and & % Ci@

the ESP/TCS/ABS control unit connector. 1.S. Battery cable
positive terminal
ESP/TCS/ABS

control unit

connector

1

| @

SFIA0489E

ESP/TCS/ABS control unit
harness connector

1 (GY) positive Yes

Is inspection result OK?

OK >> Check the battery for a loose terminal and low voltage or the alternator for abnormality.
NG >>« Replace the fuse 10A.

» Harness disconnection
Inspection 12 When “EMERGENCY BRAKE” is indicated in the Self-Diagnosis
Results —

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK

Battery terminal Continuity

Check the self-diagnosis results.

Self-diagnosis results

CONSULT-Il indication item
EMERGENCY BRAKE

When any items other than “EMERGENCY BRAKE” is displayed in the self-diagnosis results, follow the
instructions below.

CAUTION:
"EMERGENCY BRAKE" is indicated when the control unit itself is detected internal error. If this display
item was indicated, replace the control unit.

Is “"EMERGENCY BRAKE" is indicated in the self-diagnosis results?
>> Replace the ESP/TCS/ABS control unit, and perform the self-diagnosis again.

Inspection 13 When “ST ANG SEN SIGNAL” is Indicated in the Self-Diagnosis

R eS U ItS EFS002XJ
Inspection procedure

1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-Il indication item
ST ANGLE SEN SIGNAL

When any items other than “ST ANGLE SEN SIGNAL" is displayed in the self-diagnosis results:

YES >> Check and repair the applicable items. Perform the self-diagnosis again.
NO >> Perform the steering angle sensor neutral position adjustment. GO TO 2.
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2. SELF-DIAGNOSIS RESULT CHECK 2

Turn the ignition switch OFF, and ON to erase the self-diagnosis results. And perform the ESP/TCS/ABS con-
trol unit self-diagnosis again.

Is the same self-diagnosis item indicated again?

YES >> After replacing the spiral cable (with the steering angle sensor), perform the neutral position
adjustment. Then conduct the self-diagnosis again.
NO >> |nspection End

Inspection 14 Brake Fluid Level of Reservoir Tank, Communication Circuit
between ESP/TCS/ABS Control Unit and Brake Fluid Level Warning Switch

Inspection procedure
1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results
CONSULT-II indication item
BR FLUID LEVEL LOW

BRC

Does the brake warning light turn on?

YES >> Check the pad for wear. Check the brake fluid for leakage.
NO >> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 2

1. Disconnect connectors for the brake fluid level warning switch and the ESP/TCS/ABS control unit.
2. Securely connect connectors. Perform the ESP/TCS/ABS control unit self-diagnosis again.
Is the same self-diagnosis item indicated again?

YES >> Poor connection of connector. Repair or replace the poorly connected connector.
NO >> GO TO 3.

3. CIRCUIT CHECK BETWEEN BRAKE FLUID LEVEL WARNING SWITCH AND ESP/TCS/ABS CON-
TROL UNIT

1. Disconnect connectors for the brake fluid level warning switch [— ISCONNECT
and the ESP/TCS/ABS control unit. e

TS. .
Brake fluid level
warning switch connector

ESP/T|CS/ABS

14 it
connector

SFIA0388E

2. Check for continuity between the brake fluid level warning switch harness connector and the ESP/TCS/
ABS control unit harness connector.

ESP/TCS/ABS control unit Brake fluid level warning switch I
Continuity
harness connector harness connector
40 (Y/G) 1(Y/G) Yes

Is inspection result OK?

OK >> Perform the ESP/TCS/ABS control unit self-diagnosis again.
NG >> Repair or replace the disconnected harness.

BRC-93



TROUBLE DIAGNOSIS
[ESP/TCS/ABS]

Inspection 15 CAN Communication Circuit, ESP/TCS/ABS Control Unit and

Steering Angle Sensor J—
Inspection procedure

1. SELF-DIAGNOSIS RESULT CHECK 1

Check the self-diagnosis results.

Self-diagnosis results

CONSULT-Il indication item

CAN COMM CIRCUIT
ST ANG SEN COM CIR

Are any items other than above indicated in self-diagnosis results?

YES >> Repair or replace affected items.
NO >> GO TO 2.

2. CHECK HARNESS AND CONNECTORS BETWEEN ESP/TCS/ABS CONTROL UNIT AND STEERING
ANGLE SENSOR.

1. Turn the ignition switch OFF, and disconnect the battery nega- [ oecomeer
tive terminal. 'mT f
2. Disconnect the ESP/TCS/ABS control unit connector and the - Steering angle sensor
steering angle sensor connector. connector
3. Check th_e harness between the ESP/TCS/AB_S C(_)ntrol unit and ESP/TCS/ABS T e ]
the steering angle sensor for open and short circuit. connector [ T504
4. Check connectors for the control unit and the sensor. 2,61, 63 345
- Check the connector housing for disconnected, loose, bent, and t ,
collapsed terminals. le o
SFIA0389E
ESP/TCS/ABS control unit Steering angle sensor o
Continuity
harness connector harness connector
2 (B) 3 (B) Yes
61 (L) 4 (L) Yes
63 (R) 5 (R) Yes

Is inspection result OK?

OK >> GO TO 3.
NG >> Repair disconnected harness or poorly connected connectors. GO TO 3.

3. SELF-DIAGNOSIS RESULT CHECK 2

1. Connect connectors to the control unit and the sensor.

2. Connect the battery negative terminal, and turn the ignition switch ON.

3. After erasing the self-diagnosis result, start the engine to perform the self-diagnosis again.
Is only "ST ANGLE SEN COM CIR" indicated in the self-diagnosis results?

YES >> Replace the spiral cable (with the steering angle sensor) and adjust the neutral position of the
steering angle sensor. Refer to BRC-37, "Adjustment of Neutral Position of Steering Angle Sen-
sor” .

NO >> GO TO 4.
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4. CAN COMMUNICATION SYSTEM CHECK
Check “CAN DIAG SUPPORT MNTR” of the data monitor items.
Normal Abnormal (example)

CAN COME: OK CAN COME: NO

CAN CIRC 1: OK CAN CIRC 1: UNTWINE

CAN CIRC 2: UNKWN CAN CIRC 2: UNKWN

CAN CIRC 5: OK CAN CIRC 5: UNKWN

>> After printing the monitor items, go to CAN SYSTEM. Refer to BRC-42, "CAN Communication
Unit" .

Component Check —
ESP OFF SWITCH

« Disconnect the ESP OFF switch connector. Check for continuity

between the terminal No. 1 and No. 2. ESP OFF switch connector BRC
1-2 : Pressing the switch will mak ntinu- [ —|
essing the switc ake a continu T

ity, and releasing it will stop the continuity.

[Q]

SFIA0444E
ESP/TCS/ABS RELAY BOX
Disconnect the relay box connectors. Check for continuity, resis-
tance value, and insulation between any pair of terminals in the relay ESP/TCS/ABS relay box
box. Connectors .----@ --------- @------,
‘.“.!l E Motor relay i
N Isle/ E s Actua!tor
D) i ||° é‘ H é ‘ relay
i 78
: O
BOG - Ooee!

SFIA0445E
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Continuity and resistance
ESP/TCS/ABS relay box .
Item Condition
16 9 4 15 10 5 7 8
Open (0V) Between terminal No. 5 and No.
Actuat | Open (0V)
ctuator rela
Y 12V Between terminal No. 5 and No.
O o—0 Add 12V
o—0 e
Motor relay o O Open (0V) Between terminal No. 5 and No.
Open (0V)
12V Between terminal No. 5 and No.
O——0 | &—O
Add 12V
Approx. 100Q
Oo—wW—0
Relay coil Approx. 80Q
O—w—o0

O—O0 : Conductivity
O—<0 : Not conductivity

O—™O0 : Open between terminals (0V)

Oﬂo : Add 12V between terminals

Approx. 100Q
O—wW—0 : Resistance between terminals is 100Q

SFIA0446E

ESP/TCS/ABS ACTUATOR

Take each connector off from the actuator. Then check electric circulation and resistance in between termi-

nals.

Connectors

A 4
(303132

A 4

4

¥ oy g

Front RH inlet

@

ESP/TCS/ABS actuator

Solenoid valve

)

ESP switch-over
solenoid valve

Front RH outlet

Front LH inlet

Front LH outlet
Rear RH outlet

Rear RH inlet

Rear LH inlet
Rear LH outlet

Pfifnary-side 1]

(USV)
Pfimary-side 2
(HSV)
Secondary-side 1
(USV)
Secdhdary-side 2
(HSV)

Actuator motor

i

SFIA0447E

CAUTION:

Confirm that the earth of actuator motor is completely removed.
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Continuity and resistance
ESP/TCS/ABS actuator connector terminal number -
Item * * Condition
163 15 1 14 7 17 5 16 26 25 28 27 15% Body ground
6.0 - 11.0Q
owO
3.0 -5.0Q
6.0 - 11.0Q
Solenoid valve 8.0 -5.0Q
6.0 - 11.0Q
O'AVAVA O
B o Check the
6.0 -11.0Q Resistance
O O
3.0 -5.0Q
WA O
6.0 - 11.0Q
Ow O
6.0 - 11.0Q BRC
ESP switch-over Oow O
solenoid value 3.0 'AS'OQ o
3.0 -5.0Q
WA O
Actuator motor oO——=0 _
(Resistance)
O—wW— : Continuity : Yes
O—— : Continuity : Yes
Note:
% : EPS/TCS/ABS relay box harness connector E 501 tarminal No. SFIAO445E
NOTE:
*:EPS/TCS/ABS relay box harness connector E501 terminal No.
Check the resistance
Standard value ( Q)
Solenoid valves
Outlet ~ Outlet :6.0-10.0
Outlet ~ Inlet :9.0-16.0
Inlet ~ Inlet :12.0-22.0
ESP switch-over solenoid valve
Primary-side 1 - Secondary-side 1 :12.0-22.0
Primary-side 2 - Secondary-side 2 :6.0-10.0
Primary-side 1 - Primary-side 2, Secondary-side 2 :9.0-16.0
Secondary-side 1 - Primary-side 2, Secondary-side 2 :9.0 - 16.0
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Actuator operation check

1. Connect 19 and 21 terminals of actuator to 40 and 41 terminals
of relay box.

2. Measure the motor voltage (No.4 terminal to body earth) with
oscilloscope. Then check the motor reverse voltage occasioned
time.

The motor reverse voltage occasioned time is more than 0.1
sec.

CAUTION:

« Perform checking of motor relay unit. Then confirm that
relay functions.

« Driving actuator motor is with in 4 sec to prevent heating
up.

« Standard condition of the motor reverse voltage occa-
sioned time is: Battery voltage is 12V. Temperature 20  °.
when the battery voltage or temperature is lower than the
standard, the motor reverse voltage occasioned time
becomes slightly shorter.

Symptom 1: ABS Works Frequently.
Inspection procedure
1. INSPECTION START

=y L
Oscilloscope !

Conductivity times of
 motor relay

12v

ESP/TCS/ABS
relay box

Connectors
6 T
NIRE

Motor reverse voltage
occasioned time

SFIA0449E

EFS002XN

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> GO TO 2.
NG >> Refer to wheel sensor and rotor lines.

2. LOOSENESS INSPECTION

Check the front and rear axle for looseness.

Is inspection result OK?
OK >> BRC-98, "Symptom 2: Unexpected Pedal Action"
NG >> Axle inspection and repair

Symptom 2: Unexpected Pedal Action
Inspection procedure
1. BRAKE PEDAL STROKE INSPECTION

EFS002X0

Check the brake pedal stroke.
Is stroke excessively long?

YES >> Check the bleeding and brake system.
NO >> GO TO 2.
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2. PEDAL FORCE INSPECTION

Check that the brake is effective with the pedal depressed.
Is the pedal heavy, but effective?

YES >> Normal
NO >> GO TO 3.

3. CONNECTOR AND PERFORMANCE INSPECTION

Disconnect the actuator relay unit connector to deactivate the ABS function. Check that the brake is effective.
Is the brake effective?

YES >>GOTOA4.
NO >> Brake line inspection

4. ABS WARNING LAMP INDICATOR INSPECTION

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate? BRC

YES >> Perform the self-diagnosis.
NO >> GO TO 5.

5. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair

Symptom 3: Longer Stopping Distance ersoozxp
Inspection procedure
1. INSPECTION START

Check that the stopping distance when braking becomes longer only on a snowy or gravel road.
Does the stopping distance when braking become longer only on a snowy or gravel road?

YES >> It may be longer than that of vehicle without ABS.
NO >> GO TO 2.

2. PERFORMANCE CHECK

Disconnect the actuator relay box to deactivate the ABS function.
Is the stopping distance still longer?
YES >>. Brake line air bleeding
« Brake line inspection
NO >> GO TO 3.

3. ABS WARNING LAMP INDICATOR INSPECTION

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate?

YES >> Perform the self-diagnosis.
NO >> GO TO 4.
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4. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> \Wheel sensor and rotor lines repair

Symptom 4: ABS Does Not Work.
Inspection procedure
1. ABS WARNING LAMP INDICATOR INSPECTION

EFS002XQ

Check that the ABS warning lamp illuminates.
Does the ABS warning lamp illuminate?

YES >> Perform the self-diagnosis.
NO >>GO TO 2.

2. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips

« Sensor rotor inspection (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair

Symptom 5: Pedal Vibration and Noise
Inspection procedure
1. sympTOM CHECK

EFS002XR

Check the brake system for pedal vibration or noise at the engine start.
Is inspection result OK?

OK >> Perform the self-diagnosis.
NG >> GO TO 2.

2. SYMPTOM CHECK 2

Check the brake system for pedal vibration or noise when the pedal depressed lightly (just put a foot on).

CAUTION:

Under the following driving conditions, the wheel speed will fluctuates, resulting in ABS activation.

« When shifting gears
« High speed cornering
« When a gust of wind
Is inspection result OK?

OK >> GO TO 3.
NG >> Normal
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3. SYMPTOM CHECK 3

Does the symptom appear during normal braking operation?

CAUTION:
ABS may work in following driving conditions even if there is no sudden brake.

o When road friction is low.
« High speed cornering

« When a gust of wind

Is inspection result OK?

OK >> GO TO 4.
NG >> Normal

4. SYMPTOM CHECK 4

Check that the symptom is reproduce when the engine speed is increased with the vehicle stopped.
Is inspection result OK?

OK >> GO TO 5. BRC
NG >> o Normal.

CAUTION:
This symptom may appear with vehicle stopped.

5. SYMPTOM CHECK 5

Check that the symptom is reproduce when any switch of electrical equipment is operated.
Is inspection result OK?

OK >> Check that there are no radio, antenna, and antenna lead-in wires (including wiring) near control
unit.
NG >> GO TO 6.

6. ABS WARNING LAMP INSPECTION

Check that the ABS warning lamp turns on.
Is inspection result OK?

OK >> Perform the self-diagnosis.
NG >>GO TO 7.

7. WHEEL SENSOR INSPECTION

Check the wheel sensor system.

« Sensor mounting inspection

« Sensor pick-up inspection for iron chips (e.g. Number of teeth, damaged teeth)
« Sensor connector engagement inspection

« Wheel sensor path harness and connector inspection

Is inspection result OK?

OK >> Normal
NG >> Wheel sensor and rotor lines repair

Symptom 6: ESP OFF Indicator Lamp Does Not llluminate ersonzxs
Inspection procedure
1. ESP OFF INDICATOR LAMP INSPECTION

Disconnect the ESP/TCS/ABS control unit connector.
Does the ABS warning lamp and ESP OFF indicator lamp illuminate?

YES >>ESP/TCS/ABS control unit malfunction. Repair or replace the control unit.
NO >> Combination meter system malfunction. Check the combination meter.
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Symptom 7: SLIP Indicator Lamp Does Not llluminate ersoozxT
Inspection procedure
1. SLIP INDICATOR LAMP BURNED-OUT BULB INSPECTION

Check for continuity between the power supply terminal of meter and terminal of ABS warning lamp.
Is inspection result OK?

OK >> GO TO 2.
NG >> Circuit malfunction in SLIP indicator lamp or combination meter

2. SLIP INDICATOR LAMP POWER CIRCUIT INSPECTION

Disconnect the meter connector. Check that the voltage between the vehicle-side harness terminal and body
ground is battery voltage (Approx. 12V).

Is inspection result OK?

OK >> GO TO 3.
NG >> .+ Fuse inspection

« Inspection for harness and connectors between fuse block and meter
« Check the power supply circuit (battery and ignition switch circuit).

3. SLIP INDICATOR LAMP HARNESS INSPECTION

1. Disconnect connectors for the ESP/TCS/ABS control unit and meter vehicle-side harness.
2. Check the harness between the meter and the ESP/TCS/ABS control unit for an open/shorted circuit.
Is inspection result OK?

OK >> GO TO 4.
NG >> Repair or replace the disconnected harness.

4. SLIP INDICATOR LAMP CONNECTOR INSPECTION

Check connectors for the ESP/TCS/ABS control unit and meter vehicle-side harness.
Is inspection result OK?

OK >> Connect connectors, and perform the self-diagnosis. The vehicle harness has the intermediate
connector. Refer to the vehicle wiring diagram, always check it.
NG >> Repair or replace the disconnected connector.

Symptom 8: During ESP/TCS/ABS Control, Vehicle Behavior is Jerky. —
Inspection procedure
1. ENGINE SPEED SIGNAL INSPECTION

Perform "DATA MONITOR" with CONSULT-II for the ESP/TCS/ABS control unit.
Is the engine speed at idle 400 rpm or higher?

YES >> Normal
NO >> GO TO 2.

2. SELF-DIAGNOSIS RESULT CHECK 1

Perform the ESP/TCS/ABS control unit self-diagnosis.
Is the self-diagnosis results displayed?

YES >> After checking and repairing the applicable item, perform the ESP/TCS/ABS control unit self-
diagnosis again.
NO >> GO TO 3.
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3. ECM SELF-DIAGNOSIS RESULT CHECK

Perform the ECM self-diagnosis.
Is the self-diagnosis results indicated?

YES >> Repair or replace the camshaft position sensor system.
NO >> GO TO 4.

4. SELF-DIAGNOSIS RESULT 2

Disconnect connectors for the ESP/TCS/ABS control unit and ECM, and reconnect them correctly to perform
the self-diagnosis again.

Is inspection result OK?

OK >> GO TO 5.
NG >> Connector malfunction. Repair or replace the connector.

5. SELF-DIAGNOSIS RESULT CHECK 4

Perform the ESP/TCS control unit self-diagnosis again. BRC
Is the self-diagnosis results displayed?

YES >> Repair or replace the applicable item.
NO >> GO TO 6.

6. CIRCUIT CHECK BETWEEN ESP/TCS/ABS CONTROL UNIT AND ECM

1. Disconnect connectors for the ESP/TCS/ABS control unit and ECM.

2. Check the engine speed signal harness between the ESP/TCS/ABS control unit and ECM for an open/
shorted circuit.

3. Check connectors for the ESP/TCS/ABS control unit and ECM.
Is inspection result OK?

OK >> |nspection End
NG >> Repair or replace the applicable item and perform the ESP/TCS/ABS control unit self-diagnosis
again.
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ESP/TCS/ABS CONTROL UNIT

Removal and Installation
REMOVAL

1. Remove the passenger seat. Refer to
2. Remove the ESP/TCS/ABS control unit.

INSTALLATION

o Installation is the reverse order of removal.

BRC-104

[ESP/TCS/ABS]
PFP:47660
XE”\KH 10.7 - 14.7 Nem
XN K (1.1 - 1.4 kg-m,
A /l’/\ 8 - 10 ft-Ib) \
~ /l%u \/[\l\//-lz)dule/ltﬁ\
s =X Ny

Control unit-3 X

£ X \/ﬁL\_’J\
/K% <|§|294 3.92 Nem °
/ | (022 - 0.3 kg-m,

i‘ _\_l: 26 - 34 in-Ib)
[ SFIA0450E
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WHEEL SENSORS PFP:47910
Removal and Installation J—

SEC. 476
Push and lock

Front the rubber clamp.

Push and lock
the rubber clamp.

Detail A
/

o
Front wheel sensor (RH)
harness connector o

: v
Front wheel sensor (LH)
harness connector

Rear Push and lock
the rubber clamp. // IUJ 24.6 - 33.3
(2.5-3.3,19 - 24)

BRC

- Detail B

%\

Rear wheel sensor (LH)

harness connector | Al Push and lock

the rubber clamp.

!
Rear wheel sensor (RH) _|

m : Nem (kg-m, in-Ib) E 43-5.9 harness connector 4 T |
(0.44 - 0.60, 38 - 52)

H : Nem (kg-m, ft-lb) SFIA0421E

CAUTION:

« Be careful not to damage sensor edge and rotor tooth. Before removing front or rear wheel hub,
remove wheel sensor to avoid sensor wiring damage. Otherwise, sensor may be deactivated.

« When removing sensor, avoid rotating it as much as possible. Do not forcibly pull sensor harness.

« When installing, check sensor pick-up and mounting hole for foreign material such as iron chips.

Check no foreign material has been caught in sensor rotor. Remove any foreign material found.
Tighten mounting bolts and nuts to the specified torque.
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SENSOR ROTOR PFP:47970
Removal and Installation —
REMOVAL
Front

1. Remove drive shaft. Refer to FAX-11, "REMOVAL" .
2. Remove sensor rotor from drive shaft. Refer to “FAX Front axle/Drive shaft ” FAX-14, "DISASSEMBLY"

Rear
1. Remove wheel hub. Refer to RAX-5, "REMOVAL" .

2. Remove sensor rotor from wheel hub. Refer to “RAX Rear axle/Wheel hub” RAX-5, "REMOVAL"

INSTALLATION

Front
1. Install sensor rotor to drive shaft. Refer to “FAX Front axle/Drive shaft” FAX-17, "ASSEMBLY"

2. Connect drive shaft. Refer to FAX-13, "INSTALLATION" in “FAX Front Axle/Drive Shaft”.

Rear
1. Install sensor rotor to wheel hub. Refer to RAX Rear axle/Wheel hub” RAX-6, "INSTALLATION"
2. Connect wheel hub. Refer to RAX-6, "INSTALLATION" in “RAX Rear Axle/Wheel hub”.
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ESP/TCS/ABS ACTUATOR AND RELAY BOX

Removal and Installation

PFP:47850

RHD models

>

£

[C]10.8-14.7
(1.1-1.4,
8- 10)

[@ : Nm (kg-m, in-Ib)
[O] : Nem (kg-m, ft-Ib)

e
e

” % S8

’ ‘ S '

) ‘ ,/’I.ia T
P

5 8 |
Dash panel ' P < Syuthousing
A

%
75 XN
/QL°{‘

Actuator relay

AL

™

7

10.8 - 14.7
(1.1-1.4,8-10)

[0 17.5 - 23.6
(1.8-2.4,13 -17)

(0.41 - 0.59, 36 - 51)

DDDDDDDDD
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ESP/TCS/ABS ACTUATOR AND RELAY BOX

[ESP/TCS/ABS]
LHD models
Strut housing
Dash panel
/ Actuator relay
\O
[0 17.5 - 23.6
(1.8-2.4,13-17)
[®]4.0-5.8
N (0.41 - 0.59, 36 - 51)

AN [0 10.8 - 14.7
(1.1-1.4,8-10)

7 /\ BN [0 17.5 - 23.6
] : N-m (kg-m, in-lb) , N %/ (1.8-2.4,13 - 17)

[® : Nem (kg-m, ft-Ib) [C]10.8-14.7(1.1-1.4,8- 10)/%

MFIA0007E

Be careful of the following.
CAUTION:

Before servicing, disconnect the battery terminals.

To remove the brake tube, use a flare nut wrench to prevent the flare nuts and brake tube from
being damaged. To install, use a brake tube torque wrench.

Do not remove and install the actuator by holding the harness.
After completing the work, bleed the brake piping of air. Refer to BR-10, "Bleeding Brake System "
Make sure to connect the ground terminal securely.
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YAW RATE/SIDE G SENSOR PFP:47931
Removal and Installation J—

REMOVAL

1. Remove the diagnosis sensor unit. Refer to SRS section in P12
ESM (SM2E00-1P12EOQE) .

2. Disconnect the harness connector.

3. Remove the mounting bolts, and remove the yaw rate / side G
sensor.

CAUTION:
Do not drop or strike the yaw rate / side G sensor, because it
has little endurance against impact.

INSTALLATION

@ : N-m(kg-m,in-Ib) \\\ SFIAO331E
o Installation is the reverse order of removal.

CAUTION: BRC
Do not drop or strike the yaw rate / side G sensor, because it has little endurance against impact.

BRC-109



ESP OFF SWITCH

[ESP/TCS/ABS]

ESP OFF SWITCH

Removal and Installation
REMOVAL

1. Remove the instrument lower driver panel. Refer to IP section in
P12 ESM (SM2E00-1P12EOQE) .

2. Push the ESP OFF switch's pawls and remove the switch from
the instrument lower driver panel.

INSTALLATION
Installation is the reverse order of removal.

BRC-110

PFP:25145

EFS002Y0

|
Instrument llowér
driver panel

switch

SFIA0453E
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